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1. Introduction

This chapter describes briefly the objective of the project and some essentials of the
established knowledge. The sections 1.1 to 1.4 explains the motivation for the project
and section 1.5 reviews the state of the art. A basic description of the relevant physio-
logy is presented in section 1.6. Section 1.7 defines the (MRC) scale that is used to de-
scribe the muscle strength of muscles. Finally the sections 1.8 through 1.12 summarizes
some basics of the muscle, nerve, electrical muscle stimulation and recording of myo-
electrical signals. This knowledge will be used in Chapter 2 for the development of
models and methods for recording the muscle signals and applying stimulation. Here the
conditions for the development of a system named M eCFES is stated. Chapter 3 descri-
bes the developed MeCFES system and the test setup used for the recordings in Chapter
4. Finaly there is the conclusion of the project in Chapter 5. As part of the development
of the MeCFES as a commercial device a marketing analysisis made. Appendix A isa

revised version of this marketing analysis.

1.1 Objective

The aim of this project has been to develop and test an aid, the MeCFES (Myoelectri-
cally Controlled Functional Electrical Stimulator), for use by people with a certain physi-
cal disahility involving the loss of hand function. This can be due to an upper motor
neuron lesion, such as a cervical spinal cord lesion, causing paralysis of the hand. This
can be the case for a C5/6 lesion tetraplegic which usually involves paralysis of the trunk
and lower limbs, the hands and partial paralysis, i.e. paresis, of the forearms. For these
people, restoration of the hand-function will provide more independence to perform
activities of daily living (eating, drinking, writing etc.) thereby increasing their quality of
life significantly. The approach is to use the electrical signal from that part of a paretic

muscle that is under volitional control, as a control for eectrical muscle stimulation. This
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myoelectrical signal®, is recorded using surface electrodes. It is used to control electri-
cal stimulation of the same muscle (and/or other muscles) to generate or augment the

muscle contraction. When the controlling muscle and the stimulated muscle is the same

the result isan amplification of the muscle strength (Figure 1.1-1).

Electronic
Device

Stimulation

Nerve signals Muscle force

Figure 1.1-1 Amplifiaction of muscleforce

This method of muscle amplification is applied to the paretic wrist extensor muscle asthe

first step towards obtaining a feasible grasp (involving the tenodesis function).

1.2 Users

The primary target group of users are C5/6 tetraplegics (see 1.6.2 C5/6 Lesion later
on). Tetraplegics are very limited in their capability to perform activities of daily living
due to the paralysis of the lower limbs, trunk, hands and paresis of the forearms. They
are therefore are highly dependent on help from other people. Traumatic spinal cord
lesion involves 12-17 persongmillion/year in Europe. The most common cause is
traffic accidents. Tetraplegics are the spinal cord lesioned individuals in most need of
personal assistance for activities of daily living. Please refer to Appendix A for amore
details on the market needs. Secondary users can be patients with other damagesin the
central nervous system e.g. some patients with multiple sclerosis and cerebrovascular
diseases. Since these people in addition can have cognitive disabilities that can compli-
cate the experiments, this group has not been involved. The precondition for the
MeCFES isthat a paresisis due to an upper motor neuron lesion. This will be explained

further in this chapter.

1 A myoelectric signal is the eectrical potentials caused by contraction of a muscle. Often the term
EMG, an abbreviation for e ectromyogram, is used for the same signal. It is my opinion that the EMG is
the result of plotting the myoelectric signal in a graph. For that reason, the term ‘myoelectric’ is used for
the electrical muscle signalsin thisthesis.
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1.3 The Tetraplegic's Grasp

One of the most useful methods of grasp, is the key-grip or the lateral pinch grip. Thisis
agrip where the object is held between the thumb and the index finger (Figure 1.3-1). It
is useful for holding smaller objects such as paper, pencil etc. It can be used in severd
variants as for example for holding a mug with the thumb in the handle. For holding
larger objects such as a bottle, the palmar pinch grip (thumb, index and middle fingers) or
avariant, the volar grip (all fingers) is used. These grasps can be used when the wrist
extending muscle, extensor carpi radialis has a sufficient strength and there are proper

contractures of the fingers.

Figure1.3-1 Key grip

Under these circumstances the tenodesis function is providing a passive flexion of the
fingers and thumb as a result of wrist extension (dorsiflexion), due to the counteracting
force in the finger flexor tendons. [ Smith 1996]. The force of this tenodesis grip can be
enhanced by shortening the finger flexion tendons. This can either be done by surgery or
by fixating the fingersin a position like a clenched fist. The latter method is most often

used and will cause the desired contractures of the fingers.

Once the conditions for the tenodesis function is present the next step in obtaining this
grip isto establish a controlled extension of the wrist. If the tenodesis grip at full wrist
extension does not have sufficient strength; it might be necessary to improve the strength
of the grip, mainly by increasing the force between the index finger and the thumb. This
thesis proposes stimulation of musclesin the hand, in particular the thumb flexor
muscle as described in 2.8.3 Hand Stimulation Technique, using the extensor carpi

radialis as control.

The forearm contains several muscles that control the hand. An anatomical drawing of
the superficial musclesin the dorsal side of the forearm can be found in Appendix C. In

normal subjects, wrist extension is controlled by coactivation of the muscles. extensor
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carpi radialislongus (ECRL), extensor carpi radialis brevis (ECRB) and extensor carpi
ulnaris (ECU). Only the ECRB provides a pure wrist extension whereas the other two
muscles gives respectively radial and ulnar flexion in addition to the wrist extension
[Gray 1973]. The ECRL is partialy covering the ECRB and is for this reason most easy
to stimulate. There will not be distinguished between ECRL and ECRB since they can
not be stimulated individually by surface electrodes. As it appears on the drawing, the
finger extensors are located between ECR and ECU and partialy overlapping both. For
thisreason it is difficult to avoid undesired stimulation of the finger extension. On
the radia side of the ECR the brachio radialis muscle and the supinator muscle are lo-

cated. Accidental stimulation of these will also impede a useful grip.

1.4 TheBasic Principle

The MeCFES requires 5 surface electrodes placed on the skin above the muscle. The
electrodes are two stimulation electrodes, two recording electrodes and one for active
electrical ground (negative feedback of common mode potential). From the recording
electrodes the signal is fed to the electronic part of the device, which will estimate the
voluntary activity in the muscle. This estimate controls the amplitude of a stimulation
signal that is fed to the stimulation electrodes. The user thus controlsthe stimulation

intensity by the voluntary contraction of the controlling muscle.

When the muscle in control is the same as the stimulated, (extensor carpi radialis stimu-
lation) the two types of electrodes are placed over the muscle belly (see 2.8 Electrode

Usage).

The choice of surface electrodes and not implanted electrodes was decided in the pro-
posal for the project. The reasons for using surface electrodes are several. The principal
reason is that implantation of the electrodes can be avoided. The use of surface electro-
desis safe (apart from possible skin injury) and eliminates the risk of infections or other
possible complications of implanted electrodes. The use of surface electrodes leaves the
person participating in the test unaffected. The person does not have to be ‘modified’
prior to the test. Implanting electrodes and removing them again are time consuming,
difficult, requires surgeons and can be troublesome for the test person with the risk of

permanent injury. The use of surface electrodes eliminates these problems and facili-
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tates easy and quick testing on both normal and tetraplegics. On the economical side
the resources needed for testing or applying the system using surface electrodes are less
than when using implanted electrodes. When it comes to marketing of the product, the
use of surface electrodes offers a possibility for the customer of easy testing of functional
electrical stimulation as an aid, before deciding. The use of surface electrodes also gives
rise to many problems. Thisis essential in the technical solution presented in this thesis.
In the first instance there are the signal processing problems presented in Chapter 2.
Then comes the problems of mechanical reliably placing of the electrodes, their selecti-
vity and the cosmetic appearance of the electrode system. Surface electrodes are thus
not an ideal replacement for implanted electrodes by rather an alternativeto or a

stage before deciding for implanted electrodes.

1.5 State of the art

In 1992 Haxthausen [Haxthausen 1992;Haxthausen, et al. 1991] obtained the Ph.D.
degree for the work: " Restoration of Wrist Extension using Functional Electrical Stimu-
lation Controlled by the Remaining Voluntary EMG from the Stimulated Muscles’. The
thesis proved that it was possible to record the voluntary myoelectrical signal from a
paretic muscle that simultaneoudly was stimulated using surface electrodes, i.e. the
recorded signal controlled the stimulation. The target muscle was the extensor carpi
radialis, which extends the wrist. With a differential amplifier made up of leaded compo-
nents and utilizing fast recovery current conveyers, he recorded the myoelectrical signal.
The amplifier was basically of the same topology as what is called a conventional ampli-
fier in the chapter 2.5 Sgnal Amplification (Figure 2.5-3) in thisthesis. Switches were
used to shut down the last stage of the amplifier during stimulation. The stimulation
pulse was biphasic, 300ps/phase with inter pulse interval 300ps (see Figure 1.11-3in
1.11 Electrical Simulation). The reason for this pulse type, was to avoid skin damage.
After amplification the signal was sampled by a computer (PC) and processed. The signal
processing strategy was as follows: The stimulation response was suppressed by blanking
and filtering using a 3rd order transposed elliptic comb filter with stop bands at multi-
ples of the stimulation frequency. Then the average (bin integrated) rectified value
(ARV) was calculated. The stimulation amplitude was directly proportiona to this ARV.

The amplifier was closed by the analogue switches during the stimulation pulse and a
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number of following signal samples were blanked (put to zero). The system was tested in
faraday shielded premises using a force- and angle- tracking test (similar to the later
described). It was found that C6/7 lesioned tetraplegics got an enhanced forcein the
wrist when using the system. The system was extensive, involving 2 Persona Comput-
ers, the amplifier and stimulator were both voluminous and required special surround-
ings. The results were evaluated with respect to muscle force and angle of wrist exten-
sion againgt gravity. A tracking test was used. The test is described and used later in the
present thesis. It was concluded that it is afeasible method to obtain akey grip, but that
the system needed to be brought down to a portable size and that the signal processing

needed improvement.

In 1994, Thorsen [Thorsen 1994], in his M.Sc.EE. graduation project, made a micro-
processor based stand-alone system for research purposes based on the specifications by
Haxthausen. It had enhanced noise immunity on the amplifier side. The system was en-

closed ina 19" rack making it moveable and independent of external computers.

This equipment was used by Sennels [ Sennels 1996;Sennels, et al. 1997] in his Ph.D.
project in the investigation of the use of adaptive filtersto reduce stimulation artefacts.
He made optotracking recordings of the movement of the fingers during stimulation of
the extensor carpi radialis and found that the stimulation had a tendency to affect the
finger extensors. Thereby counteracting on the tenodesis function and thus making it
difficult to obtain a useful key grip. A control strategy using finite-state control was
proposed. It was assumed that the tetraplegics could only control the myoelectrical
signal in discrete levels. For two tetraplegics it was found that only two levels (or/off) of
stimulation could be controlled. A third tetraplegic could control afinite-state control of
four levels. Adaptive filters were compared to fixed finite impulse response (FIR) filters.
Filterswith 1 coefficient had same noise power reduction of 14dB for both the
adaptive and the fixed filter. Increasing the number of non-zero coefficients gave im-
provement of the noise reduction for the adaptive filter. An adaptive filter with 6 coeffi-

cients was found to have optimal filterlength. The noise power reduction was 23dB.

For the above described and the present project, the most essential feature difference is

the control strategy combined with the use of surface electrodes. Thisiswhat differenti-
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ates them from other attempts to restore the hand function. The control strategies from

five of the most closely related or important works are:

» A two-channel, portable, battery operated system for enhancement of grasping in
tetraplegics [Saxena, et a. 1995]. Surface electrodes are used for recording and
stimulation. This system is meant for tetraplegics capable of grasping by tenodesis.
Candidates for this system must retain some wrist extension, and have paralyzed but
innervated finger flexors, and nearly normal shoulder and elbow coordination within
the working space. The myoelectric signal from the wrist extensorsis used for con-
trol. Thisturns the stimulation of forearm finger and thumb flexors on and off. The
detection of the threshold of the amplified, rectified, and integrated myoelectric signd
is used as control. The device was tested on subjects with tetraplegia, and the general
conclusions are: The system increases the strength of the grasp, no side effects or
related problems were noticed, the training period is short and the reliability of the
operation is good. Functional tests of the system showed that some of the study sub-
jects did not benefit from this approach due to disuse and denervation types of muscle
atrophy of their finger flexors, lack of controllable wrist extension, curled resting po-
sition of distal and proximal interphalangeal joints, and/or inability to bring the thumb
in the opposition of fingers The difference between this system and the MeCFES is
that the controlling muscle differs from the controlled muscle and that the con-

trol ison/off and not proportional asin the MeCFES.

» The NESS Handmaster (NESS Ltd. Isragl) [Handmaster 1996]. It was launched
into the market in 1995. This device comprises a nice designed splint that can be
placed on the paretic forearm-hand and a control box. The targeted users are tetra
plegics or hemiplegics. The control box is connected to the splint by an electric wire.
The splint can be donned and doffed by the user without assistance. Electrodes for
stimulation of the finger extension, finger flexion thumb adduction and thumb
flexion are mounted in the splint. A complete system for wetting the electrodes are
supplied with the system. The stimulation strategy is afinite state strategy where dif-
ferent modes can be selected. There is an exercise mode for therapeutic use and a
functional mode for grasp. The grasp mode is selected by pressing buttons on the

control box. A trigger button islocated on the control box and a button with same
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function is located on the splint. When pressing the button first time a grasp sequen-
ce will start after afew seconds. First the finger extensors are stimulated. After amo-
ment thisis replaced by finger flexor and thumb stimulation and the grasp is estab-
lished (key grip or volar grip). The stimulation continues until the trigger button is hit
second time. Then the release sequence will begin by stimulating finger extension and
then stop all stimulation. It is reported that users benefit from the device [1Jzerman, et
al. 1996]. The control ison/off triggered by a button. The control thus requires and
takes up amovement that isnot a natural part of the grasp movement. This limits
the feasibility of the device. It has been observed that the task is Sowed down by the
time delay of the grasp sequence. An example of a situation were this has significance
is the use of a cash dispenser, where the transaction will be canceled before the cash
or credit card is seized. The system has a lot of nice mechanical solutions and would

be fit for a myoelectrical signal controlled strategy.

» The BIONIC Glove [Prochazka, et al. 1997;Prochazka and Wieler 1994;Seymour
1996]. It uses amechanical sensor to record wrist movement. It is not released for
the market yet. This device controls stimulation of finger flexion/extension. The de-
vice comprises a garment containing electrodes and the electronic control box. The
garment is donned to the forearm and closed by Velcro. The device requires a suffi-
cient wrist extension and can be used by hemiplegics and tetraplegics. A wire is con-
necting the mechanical sensor in the control box on the middle of the forearm with the
back of the hand. It thus can sense the wrist angle. When the wrist is extended to a
certain angle, the sensor triggers the stimulation. The control isa natural part of
the movement. It requires strong wrist extension and does not provide propor-

tional control.

» TheFreehand system [Keith, et al. 1996;Keith, et al. 1996;Kilgore, et a. 1996;
Mulcahey, et a. 1997], isacommerciaized implant system. This system is launched
on the market and requires implanted electrodes. A grasp mode is selected and the
stimulation is controlled by a position transducer. This is mounted between the chest
and the shoulder. The shoulder movement is thus used to control the stimulation. The
system consists of an external power-and-control device and an eight channel im-

planted stimulator. The energy for stimulation and stimulation control is transmitted
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electro-magnetically (RF transmission) from the external system to the stimulator.
Thus awired interface through the skin and thereby a source of infections is avoided.
The system providesthe user with several useful gripsand ishidden, which isa
very attractive feature. It differs from the present project by the control strategy,
which is not a natural part of the movement, and the use of implanted electrodes. It

thus requires ‘modification’ of the user before it can be tested and used.

1.6 Tetraplegia

Total or partial paralysis of al four limbs and the trunk, denoted as tetraplegia, can have
severa causes. In this thesis the term will exclusively be used for paralysis caused by a
cervical spinal cord lesion. The physiological cause and consequences is summarized in
the next subsections. This should explain why some muscles, e.g. the wrist extensor

muscles, are left only paretic and not totally paralyzed by the cervical spinal cord lesion.

1.6.1 Brain-Muscle Nerve Path

Voluntary movements are caused by contraction of the skeletal muscles under the con-
trol of the brain. The normal regulation of the muscle contraction is involving a compli-
cated network of motor and sensory nerves in the body. This transmits control signals
and sensory feedback signals between the brain and the muscle. These signals are neces-
sary for the accurate and complicated movements that able bodied humans can perform.
The motor neurons are transmitting the nerve signal that controls muscle contraction.
(This nerve path from the motor cortex to the muscle is described in a smplified form.
The interaction with sensory nervesin the spinal cord is omitted for the simplicity). This
nerve signa is transmitted in two tempi. From the motor cortex the signa is transmitted
by the first motor neuron to a second motor neuron, aso called the lower motor neu-
ron. Each lower motor neuron innervates (i.e. is connected to) a group of muscle fibers.
Thisis called amotor unit. The first motor neuron, also called upper motor neuron,
has its nucleus in the motor cortex and the fiber, the axon, is running down through the
spinal cord. The spinal cord can be divided into segments where upper motor neuron
nerve ends connect to their corresponding lower motor neurons. These segments are in
succession from the cranium: The 8 cervical segments C1-C8, the 12 thoracic T1-T12,
the lumbrical L1-L5 and final the sacral S1-S5 segments [Netter 1996]. The muscles of
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the forearms are innervated by lower motor neurons having their cell bodies in segments
C4 to T2. The lower motor neurons are intermingled in the brachial plexus and collec-
ted in nerves containing motor neurons (and sensory nerves) from different segments.
One of these nervesisthe radial nerve. The wrist extensor muscle, extensor carpi radia-
lis muscle, isinnervated by lower motor neuronsin the radial nerve [Netter 1996]. There
are severa motor units comprised within this muscle. The cell bodies of the lower motor
neurons belonging to these motor units are distributed in the spinal cord segments C5 to
C7, (C8) [Kendall, Kendall et a. 1983]. Some motor units are innervated from C5,
others from C6 and so on. The extensor carpi radialis muscle is thus not only innervated

from one segment but from more segments'.

1.6.2 C5/6 Lesion

A damage of the signal path, blocking the motor nerve impulses will paralyze the corre-
sponding motor unit (from now on mainly referring to only the muscle fibers). The para-
lysis can be due to alesion of the upper motor neuron and/or a lesion of the lower motor
neuron. A nerve signal in an intact lower motor neuron will cause the motor units to con-
tract. Such a signal can be evoked artificially in the neuron by electrical stimulation. It
requires that the lower motor neurons are intact to make the motor units of the muscle

contract by electrical surface stimulation®.

If alower motor neuron is severe damaged, the motor unit will be denervated and
paralyzed and thus not perceptive to electrical stimulation. In case of alesion of the
upper motor neuron, and if the lower motor neuron is intact, the motor unit (the muscle
fibers) isinnervated but paralyzed. In this case electrical stimulation can be used to con-

trol contraction of the muscle fibers in the motor unit.

! The same principle applies to the lower limb where the lumbarsacral plexus combines nerve fibers
from T12, the lumbar and sacral segmentsto nervesinnervating the muscles in the legs [ Netter 1996].

2 |t is possible to stimulate the muscle fibres directly but the current threshold is much higher than for
stimulating nerves. Applying the stimulation through the skin, surface stimulation, it will actually be a
nerve stimulation. Although it is called muscle stimulation the muscle is thus not be stimulated directly.
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Figure 1.6-1 Tetraplegic with complete C6 lesion

Tetraplegia due to a spinal cord lesion is primarily alesion of upper motor neurons.
Lower motor neurons will often be damaged too. The situation is shown in Figure 1.6-1.
For simplicity an example of a complete C6 lesion is illustrated. In the C6 lesion exam-
ple, the segments C1 to and including C6 are intact, C7 is damaged and C8, T1 -T12 etc.
areintact. Muscles innervated from C1 to C6 are unaffected and have normal function.
Muscles normally innervated from C8 and down will still be innervated but totally para-
lyzed due to the lesion of the corresponding upper motor neuronsin C7. Both types of
muscles can be stimulated since they are fully innervated. Muscles that prior to the lesion
was innervated from segments above, in and below the lesion will be paretic i.e. partly
paralyzed. The total available muscle strength will for that reason be reduced. Such a
muscle (among severad) is the wrist extensor muscle, extensor carpi radialis muscle. As

illustrated schematically, the muscle will contain motor units affected by the lesonin 3

! Spinal cord lesions are normally much more complicated than in the example. The lesion can include
several segment and be more or less complete. For the functionality of the MeCFES the worst caseisa
complete lesion. If the lesion in addition extends to more segments denervating the rest of the muscle the
principle will not be functional. Spinal cord lesions are categorized as complete or incomplete and the
last intact segment [Biering-Sarensen).
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different ways. The normally innervated motor units that are under voluntary control and
can be stimulated. The motor units that are denervated due to lesion of their lower motor
neurons in C7. These are paralyzed and can not be stimulated. Finaly there are the motor
units that are paralyzed due to the lesion of the upper motor neuron, but are innervated
and can thus be stimulated due to the intact lower motor neuron. Theresult isa muscle
with some voluntary control having paralyzed and non paralyzed partsthat can be
stimulated electrically. This Stuationisa criterion for the MeCFES principleto be
feasible. (Other reasons than a spinal cord lesion can cause this type of paresis as men-
tioned in 1.2 Users)

Spinal cord lesions are never identical. There is always differences in the motor function
capabilities in the population of tetraplegics. Even if the level of lesion is the same and
the diagnosis is for example complete C5 lesion, they might have different abilities to use
their hands. The reason is presumably variations in the extend of the lesion, that the
lesion anyhow is not 100% complete and maybe anatomical variations in the nerve paths.
The complete C5 tetraplegic can have different strength of the extensor carpi radialis as
the datain 2.1 Test Panel illustrates. The effect of the lesion is not even symmetric but
the two forearms of a C5 tetraplegic can have different wrist extension force. The deter-
mination of the level of lesion is clinically done by examining muscle forces and the
extent of skin sensation [Biering-Serensen]. For that reason the level of lesion does not
define the exact capabilities but rather indicates which muscles that might be affected. To
determine whether a certain tetraplegic will benefit from the MeCFES, it is thus not suffi-
cient to know the level of lesion, but the person must be tested using functional electrical

stimulation.
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1.7 Muscle Strength

When discussing the capabilities of a certain muscle the strength of a muscle is defined in
Table 1.7-1 below. It is a subjective measure that can vary sightly with the persons
judging the strength. It is often referred to as the medical research council (MRC) scale.
It isajudgment of the force the muscle can provide on the joint. In this case it isthe

Wrist.

Strength Description
0 - none Totally paralyzed muscle

1 - trace Muscle contraction is only just visible or palpable but the muscle cannot

produce any movement

2 - poor Movement of the joint possible only when gravity is eliminated

(movement perpendicular to gravity)
3 - far Movement of the joint against gravity just possible
4 - good The muscle can move the joint against gravity and some extra force.

5 - norma  Normally innervated muscle that can exert normal force.

Table 1.7-1 Muscle strength definition interpreted
from Kendall [Kendall, Kendall et al. 1983]

This graduation is commonly used. The C5/6 lesioned in the test panel have strength of

the extensor carpi radialis in the range 1-4.

1.8 Nerve and Muscle Fibers

A fundamental characteristic of both a nerve and a muscle is that once initiated, an action
potential will propagate along the fiber to the fiber endings. An action potential isa
local discharge of the fiber due alocal ion transport through the cell membrane (see
Figure 1.8-1). In brief it consists of an absolute and a relative refractory period. In the
absolute refractory period the nerve can not be excited by stimulation where asit in the
relative refractory period can be excited by a stimulation, but with a higher threshold. (A
more extensive explanation can be found in many textbooks on physiology e.g. [ Schmidt
and Thews 1983])
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Normal action potentials in the lower motor neurons are propagating in only one direc-
tion; from the cell body in the spinal cord to the motor unit. Each neuron divides into the
terminal nerve branch before connecting, via the endplates, to the muscle fibers of the
motor unit. Here the nerve signal is initiating a new action potential in the fibers of the
innervated motor unit. These endplates are placed near the middle of the muscle fibers.
Here the action potentia will propagate in both directions towards the ends of the

muscle fiber.
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Figure 1.8-1 Illustration of an action potential asfunction of time.

The motor nerve is myelinated, i.e. it is surrounded by a sheath that is electricaly iso-
lating. The myelin sheath provides a fast conduction velocity for the nerve signals. The
nerve is unmyelinated in the last part before it attaches to the muscle fibres. An unmye-
linated nerve will be more easy to excite by electrical stimulation than a myelinated nerve
due to the resistance of the sheath. This may be considered when applying stimulation
electrodes and finding adequate positions (the motor points).

The fiber behavesin an all or nothing fashion, which means that the nerve impulse are
like a binary signal. No intermediate levels are possible. Thisisthe ‘al or nothing’ law
that applies both to nerve and muscle fibers. When a nerve/muscle fiber is stimulated
above a certain threshold it will fire, which means that the action potential will start
propagation. The ‘all or nothing’ law is not equivalent to a constant level of the action
potential since the amplitude can vary dlightly with fatiguing of the fiber or in case of
neurological deficiencies [Stalberg and Trontelj 1994].
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1.9 The Muscle

Besides from being the force generating element of movements, the muscle isalso a
source of an electrical signal, the myoelectric signal. Thisis of significance for the way it
can be controlled by electrical stimulation, and for the use of the myoelectric signal for

control.

The muscle can be regarded as a collection of elements, the motor units comprising the
muscle fibers, that behaves according to the al or nothing law. These motor units can
thus either contribute to the muscle force with a twitch of full contraction or nothing.
The muscle fibers can be of different types. These types behave differently with respect
to their endurance and force output. The fast glycolytic fibers (FG) can be recruited at a
high frequency up to 100 Hz and generate high force. The staying power of these fibers
is short. The purpose of these fibersis to generate a short powerful contraction. The fast
oxidative fibers (FO) generate a smaller force but have alonger endurance. And finaly
there are the dow oxidative (SO) fibers which can sustain a moderate force for along
time (Figure 1.9-1). These fibers are of special interest for the stimulation of hand-func-
tion, since holding typically requires a moderate near constant force for several seconds
up to minutes. The central nervous system normally recruits the slow oxidative units by

low frequency (<10HZz) nerve signals.

Muscle force-time
Force

A
FG

FO
SO\

>
>

Figure 1.9-1 Fiber typesvs. endurance/force [Mortimer 1984]

The muscle fibers belonging to a motor unit is of the same fiber type [ Schmalbruch
1985]. The fibers of different motor units are intermingled in the muscle but fibers be-
longing to the same motor unit have the highest density in the center of the motor unit
[Buchthal and Schmalbruch 1980].
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Only few data are available on the size and topology of different types of motor unitsin
the muscles in humans. This may be due to the fact that it is difficult to determine which
muscle fibers a particular motor neuron is connected to. Motor units of human upper
limb muscles have an average territory of 5-10 mm in diameter. In such an areathere
are typically fibers from 15-30 different motor units [Buchthal and Schmalbruch 1980;
Schmalbruch 1985]. The number of muscle fibers in the motor units varies between
motor units within the same muscle and more widely from muscle to muscle [Buchthal
and Schmalbruch 1980]. For human brachioradialis muscle there are around 350 motor
units with an average of more than 410 fibers per unit. 1'st Dorsal interosseus and 1’ st
lumbricalis (muscles in the hand) have about one hundred motor units with respectively
340 and 100 fibers per motor unit [Feinstein et al. 1954; Schmalbruch 1985].

Skin surface

MUSCLE

Figure 1.9-2 Tentative model of the cross-section topology of
motor unitsin a muscle. Two motor unitsM U1 and MU2 are
not in the same distance from the skin.

These informations about the topology of the motor units can be interpreted to form the
model in Figure 1.9-2 where the motor units are intermingled but located to different
compartments of the muscle. The number of motor units and their type is significant for
the myoelectric signal and for the force properties of the muscle using electrical

stimulation. .

1.10 Myoelectric signals

The control signal of electrical stimulation is obtained from the signal recorded on the

skin over the muscle. The following is a discussion of the nature of the control signal and
some of the noise components. It is assumed that the voluntary contraction of the paretic
muscle is under full control of the conscious mind. The problemisto extract information
of the voluntary contraction from the recorded signal. The sum of action potentials from

the muscle fibres of a motor unit generates an electrical field. Thisisthe motor unit
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action potential (MUAP). The myoelectrical signal is composed of such MUAPs. A
MUAP can be caused by other things than voluntary contraction. It is for that reason
important to distinguish between voluntary MUAPs and MUAPs with other causes.
These reflections are used in the model proposed in the section 2.4 Components of the
Recorded Sgnal.

Voluntary contraction of a muscle is controlled by the central nervous system by modu-
lation of the number of motor units recruited and the firing rate, which is the frequency
of the motor nerve signals. This results in voluntary MUAPs and make up the voluntary

myoelectrical signal.

Surface stimulation causes MUAPs synchronized by the stimulation pulses. These corre-
lated MUAPs are denoted as the compound motor unit action potential (CM UAP).
The CMUAP is by nature non-voluntary. Thisis a significant component in the re-

corded signal from a stimulated muscle.

Other types of MUARPSs can theoretically occur as a side effect of electrical stimulation
due to two phenomena: The possibility of exiting the H-wave and the F-wave by the
stimulation. The H-wave is MUAPs caused by stimulation of the H-reflex. Thisisa
monosynaptic reflex caused by stimulation of sensory nerves (the |a afferent neurons) in
the muscle. These run from the muscle to the spinal cord where they directly stimulate
the motor neurons of the same muscle' [Schmidt and Thews 1983]. The latency of the
H-wave in the hand musclesis typically 15ms [ Tarkka 1986]. The F-wave is a recurrent
discharge of the motor neuron due to the electrical stimulation described by [Stalberg
and Falck 1993]. The F-wave follows the CMUAP (the stimulation response) and occurs
only in asmall fraction of the stimuli (5%). The H-wave has in contrast to the F-waves

constant shape and latency.

In addition to the above mentioned spontaneous MUAPs can occur independently of

voluntary contraction and stimulation. In its extreme this can be spasms. A recorded

! Lesion of the spinal cord can also affect the H-reflex belonging to the different spinal cord segments.
Without going into details it should be mentioned that the lesion can result in changed excitability or
absence of the H-reflex.
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myoelectrical signal from a provoked spasm in a muscle is presented in section 2.4.4
Soadticity.

The CMUAPs, H-waves, F-waves and spontaneous M UAPs are non voluntary and

areregarded asnoise. The voluntary MUAPsisthe desired signal.

The voluntary MUAPSs from a single voluntary contracted motor unit are fairly regular
but the intervals between them are not constant. There is atendency of along MUAP
interval to be followed by short [Andreassen et.al. 1980]. Thisinterval between MUAPS
isregarded as a stochastic process and the Cauchy distribution with a standard deviation
of 20% has been proposed for modeling the process . The mean interval is typicaly in the
range of 50-150ms, depending on the voluntary contraction [Andreassen 1978]. An
example of a MUAP recorded by needle electrodes can be seen in Figure 1.10-1

0.0 16.0 ms

Figure 1.10-1 Single MUAP [DelL uca 1993]

The fibers of a motor unit discharge synchronously since they are innervated by the same
motor neuron, but the action potentials are not initiated simultaneously. Thisis due to
variations in the length and conduction velocity of the fibers in the terminal nerve branch
[ Schmalbruch 1985] the action potentials will be shifted in time. This gives a dilatation of
the MUAP and interference between the fiber action potentials. The size of the action
potentials decreases rapidly with increasing distance between the generating muscle
fibers and the recording electrode. Therefore for a given electrode location, the myo-
electrical signal consists of large and small MUAPs with temporal dispersion. Each
MUAP will have a characteristic shape [ Schmalbruch 1985]. To obtain the best results,

the electrodes should be placed over the middle of the muscle belly where the distance to
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the motor unitsis minimal. If the muscle is shortened, the motor unit action potential

duration decreases and the amplitude increases [ Stalberg and Falck 1993].

In the previous section ( 1.9 The Muscle) it was argued that the motor units were dis-
tributed in different territories. Consider each motor unit as an electrical generator sur-
rounded by conductive tissue as in Figure 1.10-2, where the tissue is a non-homogeneous
volume conductor that attenuates and filters the signals from the generators. The figure
servesto illustrate the complexity of the field from the motor units. It illustrates that the
MUAPs contribute with a different amplitude depending on the depth in the tissue and

their orientation.

Elcctrode A Electrode . N
Skin surface

MUSCLE

Figure 1.10-2 Tentative illustration of the motor units as electrical

generators in a volume conductor

The orientation of the generators will depend on the resulting electrical vector from the
depolarization pattern of the muscle fibers involved. Since the currents in the tissue are
very small it is reasonable to assume linearity. Thus the electric signal arising from all the
MUAPs can be modeled as a sum of impulse generators. Each has a different transfer
functions between generator and the electrodes. Figure 1.10-3 shows the model as re-
viewed in [Merletti, Knaflitz et a. 1992]. The firing pattern of the motor units are repre-
sented by the impulse trains. These are stochastic distributed in time. Each impulse gen-
eratesa MUAP. The transfer function h,(s) is representing the shape of each MUAP and
the sum of these are constituting the myoelectric signal. Assuming that the shape of the
action potentia of each muscle fiber and conduction time in the terminal branches are not
changing over time hy(s) should be an unique fixed function for each motor unit. The
amplitude A, of each MUAP is dependent on the attenuation of the MUAP due to dis-
tance from recording electrode and the motor unit and the size of the motor unit (in
terms of number of fibers). Changes in the amplitude of action potentials of the muscle

fibers (e.g. fatiguing) will also result in a change in amplitude.
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Figure 1.10-3 The signal at the electrodes can be regarded
asasum of different motor units. (Tentative model).

The goal isto transform the voluntary contraction of the muscle into awell defined
control signal. Based on the reflections in this section it has been decided that: The
control signal for the MeCFES should be the total number of voluntary MUAPs
(motor unit action potentials) in average per time unit. The problem is then, how to
transform the myoelectrical signal to an estimate of such aM UAP activity measure-
ment, when the signal is noisy and the power of each MUAP is differing. A method is
proposed in 2.7.3 MUAP Activity Calculation.

1.11 Electrical Stimulation

In the development of a system for controlled contraction by the use of functional elec-
trical stimulation, it is of value to have knowledge about some of the mechanismsin-
volved. A comprehensive practical textbook on the topic of functional electrical stimu-
lation is written by Benton [Benton, et al. 1981].

When stimulating the muscle using surface electrodes, the stimulation current is flowing
through the skin and the underlying tissue. The current will spread in the volume be-
tween the electrodes and can affect both nerves and muscle fibers. M uscle fibersrequire
around ten times greater stimulation current to be excited [Mortimer 1984] than nerves.
For that reason the stimulation will predominantly be nerve stimulation. For the
same reason it is assumed that denervated motor units are not susceptive to surface
stimulation. Since it isthe muscles that are the target for the stimulation the phrase
‘muscle stimulation” will be used despite it should be called transcutaneous electrical
motor neuron stimulation. (This phrase is often used and abbreviated to TENS).

Asaresult of the *all or nothing’ law applying to the motor units, the only way to con-

trol the muscle force, is by modulation of the number of motor neurons stimulated
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and/or by the excitation frequency. The stimulation current threshold for a neuron is
depending of the diameter of the neuron. The larger the diameter, the lower the threshold
[Mortimer 1984]. It is believed that thisis the reason that the muscle contraction can be

modulated by controlling the stimulation current amplitude.

Activation of the different motor units, when controlled by the central nervous system, is
asynchronous in both space and time [Merletti, et a. 1992]. In this way a steady smooth
contraction can be maintained at a low firing rate for the individual motor units (Figure
1.11-2). By surface electrical stimulation it is not possible to stimulate the motor units
individually. The MUAPSs from the motor units stimulated will be synchronized. Each
stimulation pulse will cause atwitch of force in the muscle generated by the motor units
activated. To fuse the twitches to a smooth contraction it isnecessary to raise the
stimulation frequency above the natural level. The frequency depends on the me-
chanical properties of the joint in question. For the wrist extensor it is found empirically
that the stimulation frequency should be above 10Hz to obtain a smooth contraction.
(The Freehand system for hand function uses 12.5 Hz with implanted electrodes). This
implies fatigue of the muscle. Increasing stimulation intensity will recruit more motor
units besides the motor units stimulated at the low intensity. Thus the only way to enable

these motor unitsto recover isto turn the stimulation of the muscle off.

Voluntary Stimulated
Nerveimpulses Nerveimpulses
ey Y sy
ENG T s s\

> >
Direction
Stimulation

Figure 1.11-2 Tentative model of nerveimpulses distribution.
Voluntary impulses are non correlated (left) and stimulated impulsesare
correlated (right). [Merletti, Knaflitz et al. 1992]
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1.11.1 Stimulation Safety

When stimulating tissue the pulse shape should be considered for safety reasons. Intro-
ducing a current in the electrolyte will result in electrochemical processes. Depending on
the current density, the electrochemical processes can be reversible or irreversible. The
irreversible region is entered when the net charge density exceeds a certain limit. When
the irreversible process occurs free radicals can be created. These may be toxic. There-
fore the charge density in the tissue should be kept in the reversible region. To comply
with this, it is commonly recommended to use a bi-phasic pulse shape, see Figure 1.11-
3, instead of a mono-phasic [Mortimer 1984]. The bi-phasic pulse is charge balanced. In
that way no direct current will push the processes out into the irreversible area. Thereis
an interpulse interval (I1PI) between the two phases to reduce the annihilation of the
initiated action potential. Asit will become clear in 2.4.7 Simulation Response it is of
importance that there are no remaining charge after the end of the pulse and that the total

duration of the pulse is kept as short as possible.

J_I—Mono-phasic |_| Ip! U Bi-phasic

Figure 1.11-3 Stimulation pulse types

For these reasons a bi-phasic charge balanced pulseisused to avoid skin/tissue irrita-
tion. The shape of the pulse is chosen to be rectangular as shown in Figure 1.11-3 with a
0.3ms pulse width/phase. This is the shape that Haxthausen [Haxthausen, et a. 1991]
used and is assumed adequate for minimizing pain [ Gracanin and Trnkoczy 1975]. Based
on preliminary experiments, 50mA is assumed to be absolute maximum stimulation

amplitude needed for upper extremity stimulation.

Only afew reports on negative side effects of functional electrical stimulation have been
found (only temporary skin burn). Shannon [ Shannon 1992] has proposed a model based
upon data from cortical stimulation. (Although this stimulation is very different from
muscle stimulation thisis used as an indicator for tissue damage. A formula for surface
stimulation has not been found in the litterature).
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The current limit should not exceed a maximum value in mA given by

d
e [0~ Eq.1.11

| =
2,

where de is the diameter of a circular electrode in cm, tg is the duration of each phasein
the simulation pulse in ms and k is a constant. For k less than 2, stimulation is regarded

safe and k=1.5 isregarded as a conservative limit. (This model is based upon animal ex-
periments of cortical surface stimulation). Using this formula on k=[1.5;2], t=0.3ms and

=50 one obtains a stimulation electrode diameter of 17-30mm.

The recommendations and regulations in the International Standard IEC 601-2-10
(Medical Electrical Equipment Part2: Particular requirements for the Safety of Nerve &
Muscle Stimulators; 1997) should be observed. Of special interest isthat it is advised to
keep the current density < 2mA/cm?. (It is assumed that this is the effective value of

the current although it is not explicitly stated). A biphasic pulse with a2 x 0.3ms pulse
with and 16Hz repetition frequency and electrode diameter 17mm, the root mean square

value of the current density will yield the current density.

S0mA
NCTE ———————=22mA /cm’
1(%2[17mm)

Using electrodes with greater diameter than 17mm isthen in accordanceto the

directive.

1.11.2 Control of Contraction

An important issue isto control the force and position of the joint on which the stimu-
lated muscle is acting, since thisis the purpose of it all. The stimulation input versus
muscle output, the so-called recruitment curve, is non-linear [Hines, et a. 1992]. The
recruitment has been investigated and the results can be found in 4.2 Recruitment Curve
where it will be demonstrated that it is non-linear and not a constant relation. For this
reason it is necessary to have some contraction information feedback to the controller of
the stimulation. Such closed loop systems are aimportant topic and often discussed topic
of functional electrical stimulation. A way to provide this information is by the use of the
natural sensors. An example can be the recording of the sensory nerve signals from the

receptors [Haugland and Hoffer 1994;Haugland, et al. 1994;Haugland and Sinkjeg
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1995;Popovic, et a. 1993;Y oshida and Horch 1996] or asisthe case with the MeCFES
the visual feedback to the user. It can be discussed whether thisis an open or closed

loop.

1.12 Electrodes

To transmit the myoelectric signals from the muscle to the amplifier and the stimulation
current to the muscle surface electrodes are used. There are some genera requirements
that the electrodes must fulfill and when stimulation and recording is performed in the
same area extra constraints apply to the electrodes. A discussion of general requirements
for electrodes can be found in [Crago, Peckham et al. 1974; Tam and Webster 1977;
Webster 1984; Webster 1992].

The electrodes should provide the following properties:

A good electrical contact to the skin

Low impedance

Bio-compatibility, i.e. cause no skin irritations during long term use

Easy to apply.

1.12.1 Stimulation Electrodes

In the previous section was found a recommended size for the stimulation electrodes.

A choice of 30mm in diameter is be regarded safe based upon the findings in

1.11.1 Smulation Safety. The electrodes must ensure good uniform skin contact. In
theory the stimulation should be applied where the nerve enters the muscle or over the
endplate zone of the muscle. This zone is where the terminal nerve branches attaches to
the muscle fibers. Since the nerve fibers here are unmyelinised they are more easily
stimulated. Ag-AgCl electrodes was used for stimulation in the work of Haxthausen
[Haxthausen 1992]. Personal communications (name unknown) have advised not to use
Ag-AgCl electrodes for stimulation since they may cause permanent tattoos to the skin.
For this reason, this type of (recording) electrode can not be used for stimulation. The

stimulation electrodes used in this project are silicone-rubber-carbon electrodes from
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ASAH Medico A/S Denmark. The electrodes are coated with a conductive gel that
makes them adhesive.

1.12.2 Recording Electrodes

To record myoelectrical signals Ag-AgCl electrodes can be used. These are made of
silver with athin layer of silver-chloride on the surface. A discussion of the features of
these electrodes can be found in [Webster 1992]. The electrodes used in this project are
Ag-AgCl electrodes (Blue sensor from Medicotest A/S, Denmark). Electrode paste are
applied to the electrodes. This paste and the gel on the stimulation electrodes serves as

an ionic carrier between the skin and the electrode.

The type of electrodes used for stimulation and recording in the project has been chosen
since they are easy available, inexpensive, easy to use and fulfilled the demands. The

electrode types are very commonly used and could be supplied by second souce.

1.12.3 Motion Artefacts

The electrical conditions of an electrode are very complex. A simplified model can be
seen in Figure 1.12-1. Especially the half-cell potential (the potential occurring from the
dissolution of metal ionsinto the electrolyte) is significant for the recording electrodes.

This potential depends on the equilibrium of the different ions.
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Figure 1.12-1 Simplified model of the electrode body interface [Webster 1992]

When the skin or the recording electrode is stressed the electrolytic equilibrium is shifted
and thus the half-cell potentials (Figure 1.12-1) are changed [Webster 1992]. This may
be the case if, for instance, the electrode is tapped, twisted or changing shear forces are
applied. These actions will disturb the equilibrium states of the electrode-electrolyte,
electrolyte-skin and the electrolytes in the epidermis. If the reference electrode does not
experience the exact same changes, then the result will be arapid change in the potential
between the electrodes. This signa is termed motion artefacts. The shape of the motion
artefacts is dependent on the mechanical action on the electrodes, the type of electrodes
and the involved electrolytes. The motion artefacts will be occurring at random times
depending on the conditions under which the electrodes are used. Stretching the skin
can giveriseto up to 10mV motion artefacts [Webster 1984], which should be com-
pared to atypical peak value of 1mV in myoelectric signals.

Due to the stochastic nature of the myoelectrical signal it is believed that it is not easy to
filter out the motion artefacts. For this reason the electrodes must be protected from

mechanical influences and stretching of the skin must be avoided.



2. Theory, Modelsand Methods

This chapter describes development of the theoretical models and methods. Thisis based
upon the established knowledge reviewed in Chapter 1 and experimental results. Initially the
test panel of voluntary participants in the experiments is presented in section 2.1. The
measurements in section 2.2, of electrode impedance and noise, are used in section 2.3 for
the choice of stimulator principle and in section 2.5 for specifying the amplifier constraints.
A mode of therecorded signal is evolved in section 2.4. This model is used when
discussing signal amplification in section 2.5, defining the signal to noise ratio in section 2.6
and choosing the signal processing methods in section 2.7. Section 2.8 is describing the elec-
trodes used, their placement and suggest a electr ode-mount, making electrode application
easy for the user.

2.1 Test Panel

Myoelectrical signals from normal and paretic muscles will be presented in the following
sections. In Chapter 4 results from evaluation of the MeCFES performance will be presented.
For these tests a number of volunteers have participated. Those, which results are presented
inthisreport are listed in Table 2.1-1 below. For the tetraplegics the selection criteria has
been that they were willing to participate, were spinal cord lesioned at alevel that resulted in
paresis of the extensor carpi radialis, had the time and lived in areasonable traveling distance
from the laboratory in Copenhagen. More than 5 other tetraplegics have been tested but will

not figure in this dissertation.

The muscle strength is not exact, but may change a single level depending on the person, who
is judging the force and when the muscle is tested. As for all muscles the condition of training
or fatigue is influencing on the force. Generally, the right hand is tested since the participants
were right handed before injury. Subject EG had had a muscle transfer in the right hand and
had a good tenodesis function in that hand. For that reason the left hand had been used in the
tests. On subject RAT (the author) the left hand has been used for testing, leaving right hand
free for working. Subjects OBP and CD has only been tested once for recording of the

recruitment curve.
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Subject Lesion | ECR strength | Sex | Dateof Injury | Dateof Birth
ID (MRC)

AA C5 4 (Right) F 95.01.17 1917
EG c5 4 (Left) F 84.02.13 1955
FB C5 4 (Right) M 59.07.29 1942
HSJ C5 2 (Right) M 94.05.14 1955
JBS C5 1 (Right) M 94.07.16 1953
LP C5 2 (Right) M 92.05.22 1967
KGN C5 1 (Right) M 84.04.14 1965
KN C5 2-3 (Right) F 93.12.28 1965
RAT NONE 5 (Left) M NA 1967
OBP NONE 5(Left) M NA 1957
CD NONE 5(Left) M NA 1966

Table 2.1-1 The test pane

Testing and myoelectrical signal recording is carried out with the forearm resting on a
horizontal support with the palm down. Since the MeCFES should enable the user to extend
the wrist against gravity, the angle or force of this movement is often used as a measure for

muscle contraction.

As with most cases of tetraplegia the subjects are influenced differently. Only afew remarks

shall be made to some of the test persons.

Subject AA needs typically more than 30mA to generate wrist extension. Thisis ahigh
current compared to the other subjects. She has aweak voluntary grip and is using the
tenodesis function in small extent. Sheis generally difficult to stimulate to a good wrist

extension.

Subject EG has limited used of the left hand. It is easier to stimulate to awrist extension than
in the case of subject AA. She has a good tenodesis flexion of the fingers.

Subject KGN has much spasticity in general, and the fingers are stretched when stimulating

the extensor carpi radialis muscle.

Subject KN has strong contractures in the supinators, which is resulting in a tendency to hold
the hands in a*begging position’. She has no grip at all. Using special tools mounted to her

hand she can use a compuiter.
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2.2 Electrode Characteristics

Since the electrodes constitutes the e ectrical interface to the muscle, it is of interest to have

an idea of the impedance of the recording electrode as well as the stimulation electrodes.

The electrodes used for recording are Ag-AgCl electrodes with electrode paste (Blue sensor
from Medicotest A/S, Denmark). These are acommonly used electrode type for EEG and
EMG recordings. The recording electr odes have an effective diameter of 7mm, but
physical diameter is 30mm due to the adhesive non conducting backing material. The
stimulation electrodes are silicone-rubber-carbon (from ASAH Medico A/S Denmark) with
approximately 30mm effective diameter equal to the physical diameter. Thistype are
commonly used for transcutaneous electrical nerve stimulation (TENS). The electrodes are
coated with a conductive gel that makes them adhesive.

These electrode types are used for all the measurements presented in thiswork. The

following recordings are carried out at a normal subject (subj.: RAT).

2.2.1 Recording Electrode Characteristics

The impedance of the recording electrodes is important for the design of the amplifier. Tree
sets of electrodes have been tested. Each set was applied 3 times. A tota of 9 recordings was
thus made. Prior to the measurements the skin was washed with tap water. According to the
recommended use on the electrodes, electrode gel (from Medicotest A/S, Denmark) was
applied before the electrodes were applied. The distance between the electrodes was varied
between 4-10cm. A 300mV sine generator was used for all the measurements (Selected as
the minimum allowed by the noise level and the available equipment). This impedance
recordings used the setup illustrated in Figure 2.2-1.

R

h
300mV 'scope| [scope| Z |Electrodes
' ' —€) <

Figure 2.2-1 Measurement set-up

Asit can be seenin Table 2.2-1, the measurements have a high deviation. The impedance
varies from placement to placement and over time. The impedance can decrease nearly a
decade over the first a quarter of an hour after application on dry skin. The distance between
electrodes seemed not to have significant influence on the electrode impedance. Table 2.2-1
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shows minimum and maximum values of the measured electrode impedance magnitudes |Z]

at frequencies f, which are relevant for the recording of myoelectrical signals.

f(Hz) | |zmin|(kQ) [Zmax|(kQ)
10 30 100

50 22 78

100 |13 68

500 |11 30

1000 | 17 20

Table 2.2-1 Electrode impedance recor dings

It should be noted that this impedance may not be the same as for recording myoelectric
signals. Applying a current in the electrodes may change the impedance due to chemical
reactions.

The noise from electrodes mounted on the skin above inexcitable tissue, the bony prominence
of ulna, IS4V rms £ 1pV. These measurements are performed with the MeCFES amplifier
which will be described in Chapter 3. When tapping the electrodes with a finger, motion
artefacts of 5-10mV peak can be caused (Applying firm pressure can cause greater motion
artefacts). These motion artefacts are recorded direct by an oscilloscope (10 MQ input
impedance). The skin has not been prepared by e.g. removing the epidermis (outermost dead
layer of the skin), since thisis not redlistic for daily use of the MeCFES device. Placing the
electrodes on each other gives an impedance recording of the pair of electrodes of less than
1kQ.

In section 2.8.5 Electrode Embodiment an electrode concept is presented. Wet shammy is
used as contact medium. For this reason impedance of Ag-AgCl electrodes with wet shammy
as contact medium has been measured. The electrodes have been placed with direct contact to
each other with the leather in between. The results are shown in Table 2.2-2.
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Impedance (kQ) | Noise(RMS) | Motion Artefacts

0.9@50Hz <8uVv <50mV
0.75@200Hz (Recorded by oscilloscope)
0.6@500Hz

Table 2.2-2 Electrode pair with wet shammy leather as contact medium.

As it may be noted the motion artefacts are significantly higher. The impedance is very low
compared to the recordings in Table 2.2-1. On that basis it can be concluded that the greater
part of the electrode impedance is due to the skin, since the recording in Table 2.2-2 does
not imply the human tissue. When applying the shammy covered recording electrodes on
the skin, the impedance is in same magnitude as in Table 2.2-1. However the motion artefacts

are till in the magnitude of 10-50mV

2.2.2 Stimulation Electrode Characteristics

When designing a stimulator it is important to know the impedance of the stimulation
electrodes. For a current output stimulator the electrode impedance determines the voltage

range for the output.

The significance of chemical reactions in the electrode interface is different for the stimulation
electrodes. In the recording electrodes the current in the electrolyte is vanishing in comparison
to the several milliampere of the stimulation pulse. The area and material of the stimulation
electrodes also differs from the recording electrodes. The impedance is recorded using the
set-up shown in Figure 2.2-2. A set of stimulation electrodes are applied to the skin of atest
subject (subj.: RAT). A current generator, which is the stimulator Type 1 (described in
Chapter 3), is connected to the terminals T1 and T2. The current is observed using the 100Q
resistor in series with the electrodes and the voltage over the electrodes are recorded
simultaneously.

Electrodes

| 2 F/\1 12
100R

scope|

T1

tissue

Figure2.2-2 Test set-up

The voltage and current can be seen in Figure 2.2-3 and voltage versus the current is shown

in Figure 2.2-4. A stimulation amplitude of 17mA was tolerable and resulted in full wrist
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extension. The current drop in the negative pulse phase (Figure 2.2-3)are dueto
imperfections in the stimulator. As it can be seen, the capacitance of the electrodes are not

negligible, but causes along transient after end of the stimulation pulse.

M easuring capacitance and resistance with a LCR meter (3kHz, 7V) yields a capacitance in
the range 10-50nF and resistance in therange 3-10kQ (depending on the pressure on the
electrodes. High pressure gives lower values). Like the recording electrodes the electrode
impedance is expected to be non linear, depending on the current applied.

Figure 2.2-4 Voltage vs. current in stimulation electrodes
(samedata as Figure 2.2-3)
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2.3 Stimulator Principles

The stimulator must be able to deliver the stimulation current needed to provide desired
muscle contraction. The experiments have shown that a 40 mA biphasic pulse amplitude is
ample for contraction of the extensor carpi radialis, where 20mA has been sufficient for most
of the persons in the test panel. (The necessary maximal stimulation is found by trial in
respect to the tetraplegics well-being and under advise from occupational therapists). From
the previous section, the impedance of the stimulation electrodes was in the range 3-10kQ.
An impedance of 5kQ requires 200V differential voltage over the stimulation electrodes if
e.g. 40mA isto be dedlivered into the tissue.

As described in section 1.11 Electrical Simulation, a bi-phasic charge balanced pulse shape
is chosen. Each phaseis selected to endure 300us with a 300us inter pulseinterval. This

complies with the work of Haxthausen [Haxthausen et al. 1991; Haxthausen 1992].

To minimize artefacts the stimulator output must be zero immediately after the end of the
stimulation pulse. Furthermore, the output must be bi-phasic so that no net charge flows
though the tissue. A monophasic pulse will charge the recording electrodes and thus give
rise to blocking of myoelectric recording. As discussed in 2.4.7 Simulation Response the
stimulator output must be balanced to make the sum of the currents in the two stimulation

electrodes equal to zero. Otherwise stimulation artefacts will be enlarged.

The stimulator can either be realized with a transformer in the output stage to provide the
high voltage or it can be redlized as an electronic output stage supplied with the needed high
voltage. The principle of the first type, called Type 3, isillustrated in Figure 2.3-1. (Three
types of stimulators are developed in the hardware section).

Stimulation signal

Stimulation current

__e
Electrodes J”f
_O

Figure 2.3-1 Type 3 stimulator. Output through transformer.

The advantages for the Type 3 stimulator are a galvanic separation and that the control
electronicsis at the low-voltage side, which simplifies the design. The galvanic separation

ensures that the output is fully charge balanced and that the stimulator outputs are floating
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with respect to the amplifier ground (re discussion in 2.4.7 Stimulation Response). The
drawbacks are that a transformer adds both weight and volume to the system. It has alow
efficiency if the stimulation is not maximal*. Driven from a battery, the design of the driver
circuit for the primary side of the transformer is critical if agood efficiency is desired. It is
desired that the transformer has a small size. This implies reduced area of the copper and
consequently a resistance of the windings that can not be neglected. A high current is required
in the primary side (in the range of an Ampere) and thus resistance in the primary side and the
driving circuit may represent major power loss. The limited transformer size also implies that
it can not be regarded as an ideal transformer, but parameters such as saturation, series
inductance, parasitic capacitance etc. must be considered. Thisimplies that the output current
is not directly proportional to the input current, and thus the characteristics of the output
current may differ from the expected. In 4.1.5 Type 3 Performance the output current for
such a stimulator design is shown. Another drawback of the transformer coupled stimulator is
that the capacitance of the electrodes and the series self-induction of the transformer will form
aresonating circuit that can disturb picking up of the myoelectric signal. It has been observed,
when using a stimulator with alarge transformer (used by Haxthausen [Haxthausen et al.
1991]) , that oscillations ar e present after stimulation pulse. This has aso been reported by
personal communication [Sennels 1996].

In the concept shown in Figure 2.3-2 a step up DC-DC converter, supplied by the battery, is
generating an adjustable high voltage. (According to the prior calculation this voltage should
be up to £100V). The voltage supplies the output stage of a current output amplifier. The
supply voltage is adjusted to match the actual electrode impedance and stimulation current
requirements. Thus, the voltage drop over the output transistors can be minimized and

thereby increase the efficiency.

The advantage, beside high efficiency, is that the transformer can be omitted. Thereby
overall size and weight can be reduced. The transistor output stage gives the possibility of a
better control of the output current. Thisis the principle in the stimulators called Type 1 and
Type 2. Thedrawback is that there will be no galvanic separation, which requires ideal

! A simple example will illustrate this: If 50% of the maximum stimulation output is required, there will be only
50% of maximum voltage over primary side of the transformer (assuming a resistive load). Thus there will bea
50% voltage drop in the driving circuit from output to the power supply. The power dissipation is thus 50% in
the driving circuit and 50% in the tissue, i.e. only 50% efficiency.
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matched current generators. This makes the stimulator as well as the power supply circuit

more complicated than the one needed for the Type 3 stimulator.

w=+100V
+=-100V

v+
T

VCCS@
Stimulation control F

J-LU v+ current
T
VCCS@ I
V_

Figure 2.3-2 Type 1 and Type 2 stimulator. Voltage controlled current source (VCCYS)

|
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To reduce the influence of anoisy stimulator output stage on the myoelectrical recording,
diodes can put in series with the output as shown in Figure 2.3-3. Thus noise levels below the
diodes on voltage will not disturb the recording. (The resistor provides awell defined voltage
at the current generator output).

Stimulator output

RSOE L

To electm(q)de

47k

Figure 2.3-3 Diodes in output

Another possibility is to add switches that can short circuit the stimulator output after the
stimulation pulse. The drawback of this solution is that the switches have to be reed-relays.
No analogue switches can handle the high voltages, when supplied by £3V. Theserelays are
noisy, power consuming and voluminous. Both these methods has been tested. The reed-
relay solution isused for the Type 3 stimulator. The diode solution has been tested with
the Type 1 stimulator, but has not implied significant improvement of the myoelectrical
signal recording.

2.4 Components of the Recorded Signal

The myoelectric signal consists of signals from several motor unit action potentials. The

central nervous system can control the number of motor units, and the rate at which they are
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activated. Although there are indications that the central nervous system can control the
individual motor units selectively [Rushton 1997], it is assumed that there is no voluntary
control over which motor units is activated in the muscle. For that reason the control property
is desired to be the number of voluntary motor unit action potentials per time: The MUAP

activity.

An example of amyoelectrical signal (subj.: KN) from avoluntarily contracted paretic
extensor carpi radialis, recorded with the MeCFES amplifier using surface electrodes, is
shown in Figure 2.4-1. Hum is filtered out as described in 2.7 Sgnal Processing.

kn_vy_ vol
1 T
0.5
€
= 0
w
L
=
-0.5]
1 . . . . .
(o] 500 1000 1500 2000 2500 3000
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Figure 2.4-1 Myoedlectrical signal (subj.: KN)

It shows a stochastic signal over 3sec from a muscle of strength 2-3. Full rangeis + 300pV.

2.4.1 Variation in Myodlectrical Signal

In signal processing, the question of stationarity of the signal in question is often of interest.
Toillustrate how the signal changes in time the RM S (root mean square) value of some
myoelectrical signas (subj.: JBS) from a stimulated muscle is shown in Figure 2.4-2. On the
upper graph the subject attempts no voluntary contraction and on the lower graph a maximum
voluntary contraction is attempted. The signals are filtered by the first order transformed FIR
filter presented in 2.7 Sgnal Processing. It shows that the change in RM S level when
stimulation is applied is minor but present. It is possible that the stimulation triggers the reflex
arch as discussed in 1.10 Myoelectric Sgnals. This could produce a stochastic component in
the signal that isimpossible to reduce by linear filtering. (The RM S window is sliding over
the signal and calculated at each sample. The RM S is not valid for the first 0.3 sec.)
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Figure 2.4-2 RM S valuesfor signalsfrom arelaxed

and voluntarily contracted muscle.

Stimulation is applied according to the dotted curve from 0-15mA. The subject has muscle-

strength 2 in the extensor carpi radialis.

It can bee seen that the signal has not a constant RM S value and is therefore not stationary
[Mgller and Sgrensen 1992]. Voluntary contraction results in a doubling of the RM S value of
the signal. Also it can be seen that the RM S leve rises slightly when stimulation is applied.

2.4.2 Motor Unit Distribution Model

For the selection of a control strategy for the stimulation, it is of interest to know how many
motor units that are under volitional control. Most important are the number of voluntary
controlled motor units since they determines the statistical properties of the recorded
myoelectrical signal, this number are determinant for the motor unit action potential activity.

The myoelectrical signal from anormal muscle can be assumed to be band-pass filtered white
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noise if the number of MUAPSs (motor unit action potentials) is large [ Graupe and Kohn
1987]. This assumption might not be valid for a paretic muscle of e.g. force 3 since the

number of motor units are expected to be few as exemplified in the following.

Inanormal ECR (extensor carpi radialis muscle) the number of motor units is expected to be
of the order of one hundred motor units (The extensor digitorum longus muscle has 130
motor units [Buchthal and Schmalbruch 1980]). If the strength of a paretic ECR is Q% of the
normal muscle and if the paralysis has affected small and large motor units equally, thenitis

assumed that Q% of the motor units are under voluntary control.

The weight of anormal hand (subj.: RAT) is measured to be approximately 0.5kg. The centre
of mass is estimated to be 10cm from the rotation point at the wrist. The torque needed to
extend the wrist against gravity is then: Nya= 0.5Nm. A normal person should be able to exert
aforce of at least 10kg at center of mass. This means that the torque for the normal joint is:
Nnorm=10NmM. For a subject with the ability to extend the wrist just against gravity (muscle

force 3) the percentage of motor units according to the former should be approximately

Assuming that the paralysis has affected motor units of different size and type equally, it is
believed that the percentage of intact motor unitsis equal to the percentage of remaining
force. Based on this theory the number of voluntary innervated motor units should be 5% of
the total motor units before lesion for amuscle force of 3. This will then, based on the
assumption of a hundred motor units in ECR, be around five motor units at muscle force 3,
which probably is too low due to some degree of atrophy in the untrained paretic muscle. The
conclusion is that the number of volitionally controlled motor unitsisvery low in the
weak paretic muscles. The single MUAPs should thus be recognizablein the
myoelectrical signal.
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2.4.3 Antidromic Nerve Block Theory

It can be (and has been) questioned whether the MeCFES principle is possible. The concern
has been that the stimulation initiated nerve impulses propagates in the ‘wrong’ direction and
block the voluntary nerve signals, i.e. antidromic nerve blocking. In the following it will be

discussed that this phenomenawill only reduce the voluntary myoelectrical signal slightly.

Since the nerve axon is locally symmetrical there is in theory no constraints on which di-
rection an action potential in the nerve will propagate. The direction of propagation is thus
determined by the way the nerve is exited. If the action potential originates in the end of the
axon it will propagate towards the opposite end. If the nerve fiber is exited in-between the

ends it will propagate in opposite directions towards both ends.

Propagation directions

Oncoming
action potentials

/

Absolute
refractory
period

Collision

Annihilation
Potential

Nervefibre
position

Figure 2.4-3 Theory of the collision block phenomena

When the nerveis stimulated near the muscle two action potentials will be initiated. One that
propagates towards the muscle and will cause atwitch and the other that will propagate an-
tidromic towards the cell body in the spinal cord. A voluntary action potential will be coming
from the cell body and propagate towards the muscle. If it encounters the antidromic action
potential then the result will, as depicted in Figure 2.4-3, be an annihilation of both signals.
Both the oncoming nerve signals are succeeded by an absolute refractive period, where the
nerve at that location can not be stimulated or in this case pass the action potential on. After

the refractory period has passed, other nerve signals can be transmitted again. This collision
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block or antidromic nerve blocking effect will thus only affect the first coming voluntary

initiated nerve impulse.

The time interval where the antidromic nerve blocking will be able to annihilate a voluntary
nerve impulse is dependent on the nerve fiber length and the conduction velocity. The
conduction velocity (CV) is defined as the speed of a propagating action potential in the
nerve. The total time of propagating of the antidromic nerve impulse is the distance from the
origin of excitation to the nucleus of the nerve cell or the first oncoming action potential
divided by the conduction velocity. The conduction velocities of the motor nerves n.ulnaris
and n.medianus for adults typically be in the range 50-60 m/s [Stalberg and Falck 1993; Falck
et al. 1994]. If the nerveis 0.5m-0.7m (estimated as the distance from the wrist to the spinal
column in anatomical normal position). The maximum time of antidromic propagation is then

in the range of 8-14ms. In comparison the stimulation pulse interval at 16Hz is 60ms.
A

Voluntary

Myoelectric 1

Signal 1
— 2\ —

—

Stimulation
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Threshold
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Figure 2.4-4 Tentativeillustration of the influence of the

stimulation activity on the voluntary myoelectric signal

When a nerve fiber is stimulated the corresponding motor unit will contract and creste a
motor unit action potential. In the duration of the motor unit action potential voluntary action
potentials transferred to the motor unit will have no affect. The stimulation will thus overrun
later coming voluntary motor unit action potentials in the refractive period of the muscle
fibers. The stimulation activity has to exceed athreshold level before nerve fibers are
stimulated. From that level increasing stimulation activity will recruit more nerve fibers until
the supra maximal stimulation, where al fibers are stimulated, is reached. In this interval
the increasing stimulation will lead to decreasing recorded voluntary myoelectric signal
activity due to the antidromic nerve blocking effect as well as muscle response and
stimulation artefacts. A tentative illustration of the situation isillustrated in Figure 2.4-4.
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The effect of stimulation and the effect of antidromic collision block can be seen by in-
vestigating Figure 2.4-5 and Figure 2.4-6. The first graph shows stimulation where the
subject tries to relax. The second is of the same recording at a time where the subject (subj.:
JBS) tries to contract the muscle voluntarily. The subject has an extensor carpi radialis

muscle of strength 1, one year after injury, when the recording took place.
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Figure 2.4-5 Voluntarily relaxed with 15mA stimulation (subj: JBS)
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Figure 2.4-6 Voluntary contraction with 15mA stimulation

The stimulation amplitude is 15mA, which produces a strong force (it is not evaluated
whether supramaximal stimulation is achieved). On the first graph the stimulation responses
are seen as aregularly train of similar shape. Comparing the two graphs it can be seen that
voluntary myoelectric activity is present after 20 ms. The first 20ms after the pulse is
dominated by the stimulation response. This implies that the antidrome nerveblock is not

preventing the voluntary nerve signals to be recorded. The conclusion is that antidromic nerve
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blocking does not obstruct recording of voluntary myoelectric signals (from the upper limb) at
low stimulation frequency but must be considered, and that the stimulation will have an

inhibiting effect on the voluntary myoelectrical signal.

2.4.4 Spasticity

Detecting whether the myoelectrical signal is originated by a spasm or voluntary contraction
is asevere problem. The myoelectrical signal from spasmsis dike the voluntary myoelectrical
signals. Signals from spasms tend to be very strong (based on two persons, who are able to
provoke a spasm). One example from subject LP, can be seen in Figure 2.4-7 that can be
compared with Figure 2.4-8, where a pure voluntary contraction is showed (The signal is

blanked as described in 2.7 Sgnal Processing. The signals are normalized with same factor).

Spasmswill therefore be inter preted by the MeCFES as a voluntary control signal and
cause high stimulation. This might provoke the spasm further moreresulting in an

uncontrollable stimulation. This can only be stopped by turning the device off.
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Figure 2.4-7 Spasm from LP
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Figure 2.4-8 Voluntary contraction from LP

There are two things that must be investigated if spasms show out to be a major problem. If
the myoelectrical signal from spasms is significant higher than voluntary myoelectrical signal,
then the control algorithm could be modified to turn off stimulation when the myoelectrical
signal activity exceeds a threshold, typically for spasms. Another possibility is that that
functional electrical stimulation tends to reduce spasticity as it has been reported [ Petersen
and Klemar 1988].

2.4.5 Motion Artefact Recordings

The conditions under which the amplifier is to be used imply that the recording electrodes are
exposed to mechanical actions. Mechanical actions on the electrodes, such as varying
pressure against the skin [Webster 1984], are causing motion artefacts due to changes the
half-cell potential. To illustrate this Figure 2.4-9 shows the signal from arelaxed muscle
(subj.: RAT) where the one electrode is tapped with afinger (at approximately time marks



THEORY, MODELSAND METHODS 2.4 COMPONENTSOF THE RECORDED SGNAL 44

900,1600 and 2400ms). The recording is made 5 minutes after electrode application using the
MeCFES amplifier.
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Figure 2.4-9 Motion artefacts (Ag-AgCl electrodes)

Recalling section 2.2 Electrode Characteristics, the motion artefacts can have pesk value that
exceeds the +600uV input range for the amplifier by at least ten times. The recorded signal is,
for that reason, clipped.

2.4.6 Spontaneous Activity

It has been noted that in recording signals from arelaxed muscle, (subj.: JBS), there are some

single signal spikes or impulses. These seem to occur spontaneously.
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Figure 2.4-10 Background noise with electrodes

Asit can be seen at Figure 2.4-10 large bursts appears at the time marks 6.3 and 8.2-8.5
seconds (no blanking is used). A zoom at these bursts can be seen in Figure 2.4-11. This
recording was made using the amplifier developed by Sennels [ Sennels 1996]. By observing

the signal over longer periods it seems that these bursts appears at random intervals. It is not
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known whether or not it is external noise or signals from the subjects muscles is not certain. It
is known that the subject has spasms and it seems most likely that it is spontaneous activity in

the muscles, although it cannot be excluded that the bursts are due to motion artefacts.
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Figure 2.4-11 Zoom at first noise pulse

This phenomenon has been noticed in another tetraplegic but has not been investigated

further.

2.4.7 Stimulation Response

The recording electrodes are located in the same area as the stimulation electrodes. For that
reason the stimulation will result in asignal component at the recording electrodes known as
stimulation artefacts [Merletti et a. 1992]. The stimulation initiates a synchronized
contraction of a number of motor units the compound motor unit action potential
(CMUAP), which is the muscles electrical response to the stimulation. The CMUAP can be a
magnitude higher than the myoelectrical signal but may vary due to fatigue. (That property
can be used as afatigue indicator [Mizrahi et al. 1994]). The simulation artefact and the
CMUAP are mixed and synchronized . The combination is denoted in this text as the

stimulation response.

The large ratio between the stimulation response and the myoelectrical signal is a problem for
the recording of the myoelectrical signal. The magnitude of the myoelectric signals typically
less than 0.5mV. The stimulation current can cause voltages at the recording electrodes up to
magnitudes of 100V in the worst case. When special care is taken to minimize the fault
current from the stimulation electrodes to the recording electrodes (see 2.8.1 Electrode
Placing) the stimulation response can be reduced. Careful electrode placing can bring it
below 0.5V at 15mA stimulation. The simulation artefact is thus the dominating component in
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the stimulation response. The conclusion is that the stimulation response can be at least 60dB
above the myoelectrical signal level. For that reason the amplifier must have a fast

recovery from overloading of an impulse at the input.

To protect the input of the myoelectric amplifier the inputs are clamped to alevel near zero
(the MeCFES amplifier is clamped to £3V) with aresistor in series. Thisimplies the pos-
sibility for the stimulation current to flow through the recording electrodes via the clamping

circuit to the return ground. A model of the configuration is illustrated in Figure 2.4-12.
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Figure 2.4-12 Simplified modéd of the stimulation current flow

The two current generators |1 and |, are representing the stimulator output. If the voltage at
the recording electrodes exceeds the clamping voltage, the amplifier input will be equivalent
to impedance in the current return path. (There will be areturn path for the current from one
electrode to another. This path might be the common ground for the system as well as the
power supply. The model is simplified by using ground as return path). Two cases are

considered:

In the first case we assume that the two current generators are not perfectly matched i.e. 11#-
I2. Since the sum of currentsin a closed system is zero, the current difference must be equal
to the current flowing into the electrodes and through the return path to ground: 11-15= lei+

leo. If leg =leo we can call it acommon mode stimulation artefact.

In the second case we assume that 1,=1,.but the current flow in the tissue, in conjunction with
the electrode placement, results in a potential difference of the recording electrodes exceeds

the clamping voltage. In this case there will flow a current through the one recording
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electrode to the return path (e.g. ground) and out of the other electrode. That means that le1=-
le2. We can call this adifferential mode stimulation artefact. Worst case is where the

recording electrodes are placed on a line between the stimulation electrodes.

The Type 3 stimulator is amethod to realize the current generator that avoid common mode
stimulation artefacts. The output is galvanic separated from common ground. (The two
generators are realized as one current generator). Elimination of difference stimulation
artefacts, by adjusting the electrode positions, has turned out not to be possiblein practice.
The dimension of the electrodes and the physiological demands limits the freedom of the
electrode placing. (The stimulation electrodes must be placed on the right motor points and
the recording electrodes must be placed where the desired myoelectrical signal is present).

If current flows into the electrodes these will be charged due to the change of half cell
potential and the capacitance (see 1.12 Electrodes). This will prolong the stimulation artefacts
since the electrodes will behave like the high pass filter described in 2.5 Sgnal Amplification.
If the part of the stimulation current that flows into the recording electrode is not charge
balanced the result, as illustrated in Figure 2.4-13, recording of the myoelectrical signal will

be impossible as long as the electrode potential saturates the amplifier.
Electrode current Electrode potential

No myoelectric signal 'visible' in
this part due to amplifier saturation

Stimulation current Electrode potential

Myoelectric signal 'visible'

Figure 2.4-13 Transientsin electrodes caused by stimulation responses

of different shapes. Some can saturate the amplifier.

The figures show that if the stimulation artefact is monophasic the transient in the electrodes
can saturate the amplifier and thus temporarily disable amplification of the myoelectrical sig-
nal. For a perfect charge balanced biphasic stimulation artefact this effect is reduced (but not
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eliminated). Thisisan important technical argument for using a biphasic charge

balanced stimulation pulse form.

If the half-cell potential of the electrodes are uneasily changed due to alow solubility product
of the ions and the capacitance is low, which is the case with Ag-AgCl electrodes, the decay
time for the transient is reduced. The properties (impedance & half cell potential) of the
recording electrode pair when applied to human skin will not be identical. As described in 2.5
Sgnal Amplification, common mode stimulation artefacts can converted to a difference signal
due to different transient courses for the electrodes). For that reason common mode
stimulation artefacts must be avoided despite the amplifier has a high common mode

rejection ratio.

In summary the stimulation current is a serious noise source. To reduce the noise and ensure
proper amplification of the myoelectrical signal the following must apply for the stimulator
and the electrodes.

The stimulation impulses must be charge balanced and biphasic.

The stimulator outputs must be floating, i.e. have infiniteimpedance to common

ground.
The stimulator outputs must be very near identical ideal current generators.
Therecording electrodes must be placed in away that differential mode stimulation

artefacts arereduced and the recording and stimulation electrodes can not be the same.

2.4.8 Inherent Noise

Both the electrodes and the amplifier generates filtered white noise. For the MeCFES
amplifier the inherent noise when the inputs are short-circuited to ground is 0.4uV rms(Figure
2.4-14). Thisis 20dB less than the noise from Ag-AgCl electrodes, which is approximately
A1V rus (described in 2.2 Electrode Char acteristics).
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Figure 2.4-14 I nherent noise from the MeCFES amplifier when inputs ar e connected to

ground (amplitudein mV).
In other words. The inherent noise from the electrodes is dominant.

2.4.9 Signal Model

The previous findings can be collected to a simple model of the signals included in the
recorded signal. Only the voluntary myoelectrical signal is of interest why all the other
signal components are regarded as noise. The signal from the electrodes can be modeled as
coming from six sources (Figure 2.4-15). Some of those sources are representing different

processes but are having the same characteristics and can for that reason, to
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simplify the model, be regarded as one source. This applies to the sources Vs V,and Vg, ,

where these can be divided into two sources in order to obtain a more elaborate model.
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Figure 2.4-15 A simple signal model

The signal sources and their expected values are:

AV

Vs

AV

The voluntary myoelectric signal. Thisis a stochastic signal controlled by the central

nervous system. The typical amplitude for a paretic muscle is below 0.5mV peax.

Stimulation response. Thisis a periodic signa with an amplitude depending on the
stimulation intensity and the electrode placement. It comprises both the compound
motor unit action potential and the stimulation artefacts. The compound motor unit
action potential is depending on the stimulation amplitude as well as the state of the
muscle, which for example can be how fatigued the muscle is. This stimulation
artefacts are increasing with increasing stimulation amplitude and is also affected by
the electrode mounting and the characteristics of the stimulation pulse (see
discussion in 2.4.7 Stimulation Response. An example of magnitude is a
measurement of the stimulation response amplitude of 0.5V at 15mA stimulation.

Careful rearranging of the electrodes can give lower values.

Inherent noise. This includes the inherent (thermal) noise from both the electronics
and the electrodes. Thisis a strictly stationary stochastic signal. (Thisimpliesthat is
has a constant level). For the given MeCFES amplifier it is recorded to 44UV rms
when using Ag-AgCl electrodes.
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Spontaneous noise. This includes all kinds of stochastic non-stationary noise from
the muscle. This applies mostly to signals arising from spasms. They are expected to
be a strong intermittent signal. From provoked spasms the level is far above the
level of avoluntary contraction. (It is estimated that levels can be up to 10MV pex IN

worst case, these levels will cause clipping of the signa by the amplifier.

Motion artefacts. Thisis transients caused by mechanical influences on the
electrodes. Thisis aintermittent signal and therefore a non-stationary signal. As
discussed in 1.12.3 Motion Artefacts they can be up to 10mV peq regardless of the
electrodes.

Common mode signal. Thisis a50Hz (60H2z) distorted sine appearing at the
electrodes as a common mode signal. The origin is the capacitive coupling from
mains to the user. If the MeCFES' s common ground is coupled direct to the earth,
the level at the amplifier input will be higher than when the MeCFES is *floating’
with respect to the electrical earth. With the common ground connected the

electrical earth an amplitude of 0.2V gys is measured.

Noise from the mains is capacitive coupled to the person and will be present as a common

mode signal at recording electrodes. The common ground for the MeCFES is coupled to the

electrical earth. (The impedance of the latter coupling is depending on which devices the

MeCFES has electrical connection to. For example a computer). To reduce the common

mode signal the signal is amplified G. times with a 180 degrees phase shift and fed back to

the body through the ground electrode (with impedance Zagng).

The model is simplified and does not include the input impedance of the amplifier (which can

cause conversion of some of the common mode signal into a difference signal, if the electrode

impedance Z; and Zg, are not equal).
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2.5 Signal Amplification

The amplifier is a critical component since it provides the first processing of the weak high
impedance myoelectrical difference signal. Therefore some aspects in designing the

stimulator will be discussed in the following.

In normal surroundings there is a powerful electrical field from the mains that surrounds us.
This 50Hz (in Europe) field may create common mode signals, from the user, of several
volts. To suppress this field it is necessary to have a high common moder g ection in the
amplifier. It iswell known [Webster 1992] that the common mode signal can be suppressed
by amplifying and feeding it back to a grounding electrode, on the subject, with a phase shift
of 1t Thisiscalled active ground.

The input impedance (common- and differential mode) must be very high since the myo-
electrical signal has a high impedance. If the electrode impedance is unequal then common
mode signals will be converted to difference mode signals. The amplifier is athree terminal
device on the input side with the two inputs and the ground as in Figure 2.5-1 with respect to
the common mode signal. For a common mode signal the electrode impedance, convert

common mode noise to difference mode noise which can disturb myoelectrical signal

—1 *
Zc
vfé - vd
Zez Zcz =

= i 4

measurement.

Figure 2.5-1 Simplified equivalent diagram of amplifier input

The difference signal Vy arising from the common mode signal V. is
Ze2 B Ze]_
Z

Zc Zc
Zc+ Zel Zc+ Ze2

V,=V( )=V, Eq. 2.5-1

C

Where Z; is the common mode impedance of the amplifier (including cables) and Zg; and Z,
are the electrode impedance. For the approximation it is assumed that the common mode

impedance is much larger than the electrode impedance, Z.<<Z

To amplify the less than 0.6mV myoelectrical signal to alevel that can match a3V analog -
digital converter, the amplification of the amplifier must be in the range of at least 74dB.
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The inher ent-noise of the amplifier related to input must be less than the inherent noise from
the electrodes (less than 4uV).

Since the inputs of the amplifier is so easy accessible, these must be protected from
electrostatic discharging asillustrated in Figure 2.5-2. This protection must, when inactive,
have an impedance in same magnitude as the input impedance of the amplifier to leave the
myoelectrical signal undisturbed.

Figure 2.5-2 Protecting inputs from electrostatic discharge

This will aso protect the inputs against signals from the high-voltage stimulator output. The
protection can be provided by clamping the inputs. Diodes are suitable for that purpose.
Clamping to ground, using common diodes, should be avoided due to difference in dynamic
resistance, Ry, given by Eq.2.5-2.

Vi

Ry = Eq. 2.5-2
lo(exp(y) 1)

Where V; =26mV and |, in the range of nA-pA are diode specific constants. If the electrode

half cell potential Vy=1-10mV the dynamic resistance can be less than one MQ. This can
cause conversion of common mode noise to differential mode noise according to Eq.2.5-1
using the diodes dynamic resistance as the amplifier input impedance. Therefore clamping to
power supply is more attractive. However the reverse current in the diodes must then be

considered.

As discussed in the previous section the signal at the amplifier input is mixed with pulses of
far greater amplitude than the myoelectrical signal of interest. A typical electromyography
amplifier is configured as shown in Figure 2.5-3 [Hall and Munday 1994;Saridis and Goothe
1982;Y lvisaker 1986].
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Figure 2.5-3 Simplified schematic of a typical
conventional myoelectric amplifier

It comprises of a differential input stage, a high pass filter to remove DC-offset and a high
gain output stage. Stimulation artefacts will flow into the high-pass filter and the transients
created here can cause saturation of the second stage and thus extend the duration of the
stimulation artefacts. The recovery time is here defined as the time from the amplifier input is
exposed by a pulse till the amplifier output reaches the active area (i.e. between the supplies:-
3to3V). Thetest pulse, after 20dB amplification in the input stage, is defined asan 1V, 1ms
wide rectangular pulse'. For an amplifier asin Figure 2.5-1, with gain 74dB, the response
would be determined from the equation derived from adding the RC circuit response from
two step functions.

t—-1Ims

t
V, = ALY, (exp(—?) —exp(- ) fort >1ms Eq. 2.5-3

For A=500 thisyields

1
Vp<-3V for t<43ms a1 :§S)

1 Eq. 2.5-4
Vo<-3v for t<10ms a 7 :%s)

Therefor therecovery time would take most of theinter stimulation period. To deal with
this problem a switch [Minzly, et a. 1993;Mizrahi, et a. 1994] or a sample-hold circuit
[Babb, et al. 1978;Howson and Heule 1980] can be applied before the filter. As an alternative
the filter cut-off frequency can be raised (1kHz) well above the stimulation frequency
[Haugland and Hoffer 1994]. CM OS switch and sample-hold circuits causes a charge
injection in the signal path which give rise to new artefacts. Furthermore a high cut off

frequency is inadequate for recording surface myoelectric signals for which it is commonly

! According to 2.4.9 Signal Model stimulation response could be up to 0.5V. With again of 10 in theinput
stage, the 1V pulseis alow choice of amplitude.
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accepted that the information is present in the frequencies below 500Hz [Bilodeau, et al.
1993;Kwatny, et al. 1970]. Choice of the cut off frequency is a compromise between
minimizing the recovery time from stimulation artefacts and the recovery time from changing
the DC offset. The recovery timeis here defined as the time from the end of a stimulation

pulse until the circuit is no longer saturated.

Reduction of artefact transients in the amplifier circuit is essential for subsequent processing.
Aslong asthe signal is not clipped or by other means distorted in the analogue circuits,
further suppression of artifacts can be done by means of digital signal processing. This can be
done by blanking [Hollander 1987;Kitzenmaier and Boenick 1993;Nikalic, et al.
1994;Popovic, et a. 1993] and filtering [Haxthausen, et a. 1991;Sennels, et a. 1995].

This artefact problem has been leading to the development of the MeCFES amplifier as
described in Chapter 3.

2.6 Signal to Noise Ratio Definition

To evaluate the efficiency of different signal processing methods a measure of the signal to
noise ratio (SNR) is required. The dilemmais that the signal is never known because we only
have access to the output of the system and the applied stimulation pulses, by which it is
influenced. Theinput signal is the “decision” which the subject is controlling. (This reflects
the desire for amovement). This is not possible to measure objectively. An illustrative input-
output model (Figure 2.6-1) can be seen as a black box with the inputs: mental decision and
electrical stimulation. The output is the resulting myoelectric signal. The only exact

measurable signals are the stimulation and the output.

As described in the 2.4.3 Antidromic Nerve Block Theory and 2.4.7 Stimulation Response
the stimulation will have an inhibitory effect on the voluntary myoelectrical signal and add
more noise to the output signal with increasing stimulation amplitude. It is therefore
reasonable to define the signal to noise ratio at a fixed stimulation level. First we assume that
the noise is non-correlated with the signal, (which not applies to the part of the stimulation
that inhibits the signal i.e. the following is only an approximation). Then assuming that when
the subject is relaxing the muscle, the output (M:«) is representing only the noise component.
When the subject concentrates on full contraction of the muscle the output (M) comprises

the sum of the noise and the signal. Then the signal to noise ratio (S/N) can be defined as
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Figure 2.6-1 I nput-output model. The voluntary myoelectrical signal (MES) is
generated in the voluntary controlled motor units.

2 _ 2
</ N= JRMS (Myy) - RMS*(M,,) Eq. 261

RMS*(M,q)

where M,q is the myoelectrical signal measured under full voluntary contraction and Mg is
the signal from the voluntarily relaxed muscle. The root mean square value of the signal is
denoted by RMS.

A feasible way to measure this has been found (by experiments). The participant is asked to
perform maximal contraction and then the stimulation is applied. M4 is recorded immediately
after the onset of the stimulation. Immediately after recording M, , the subject is asked to
relax. Then M, can be recorded. To avoid the effect of fatigue the two measurements should

be accomplished within a few seconds.
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2.7 Signal Processing

This section describes the signal processing for the MeCFES.

2.7.1 Analogue Signal Conditioning

The signal processing starts in the amplifier where the signal is amplified and filtered using
the MeCFES amplifier, which is described in detail in section 3.2 Amplifier Circuit. The
amplifier is designed to minimize the stimulation responses by having a fast recovery time
and clip signals levels exceeding £600uV. A change in the electrode offset exceeding
+0.1mV starts the fast offset compensation. In this way both motion artefacts and stimulation

responses are reduced.

The filtering of the myoelectrical signal is determined from the following observations of the
frequency content. A typical frequency spectrum (FFT) of amyoelectrical signal is shownin
Figure 2.7-1 using an amplifier with 0-1.5kHz bandwidth and sampling at 3.3kHz. Here it

can be seen that frequencies above 500Hz are below -20dB.
0

.

[as)
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§
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-50

Figure 2.7-1 Frequency spectrum of a myoelectrical signal
(normalized by peak value. Subj.: RAT)

Applying stimulation to the full voluntary contracted muscle results in the spectrum seen in
Figure 2.7-2
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Figure 2.7-2 Myoedlectrical signal and stimulation (Nor malized)

As it can be seen the harmonics of the stimulation response are dominating at frequencies
above 500Hz. To comply with the Nyquist criterion before sampling it has been chosen to
provide the MeCFES amplifier with a500Hz 2nd order low passfilter to reduce the
frequency components above 500Hz. The signal is then sampled at 2kHz without significant
aliasing since the signd at 1kHz (half the sampling frequency) will be further damped 12 dB
by the filter. Since the recorded signals contains impulses it is important that the filter has the
best possible impulse reproduction. A Bessel-filter is chosen since this filter complies with

this requirement [Langvad 1987].

2.7.2 Sampling and Pre-filtering

After being amplified and processed by the amplifier the signal is sampled at 2kHz. The
SNR (signal to noise ratio) of the amplifier can be at the most 60dB (maximal input signal
level is 600UV pea and the noise is 0.4V rus excluding electrodes and 4V grus including
electrodes). For that reason a 10 bit resolution (60dB) is sufficient for the myoelectrical

signal sampling.

In Figure 2.7-3 the stimulation response (subj.: JBS) from a voluntarily relaxed, but
stimulated muscle is shown. The stimulation pulse starts at the time zero and has atota
duration of 900pus. Asit can be seen that the amplifier is saturated for approximately 10ms
after the initiation of the stimulation pulse. Thisis atypical response. Since this interval does
not contain information of the voluntary myoelectrical signal the samples are blanked in this
interval i.e. values are put to zero. In the signal processing the 10ms blanking is equa to
discarding 20 samples. This reduces the samples by 20% and thereby saves computing

resources without loss of information.
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Figure 2.7-3 Stimulation response (subj.: JBS)
In Figure 2.7-4 the subject performs voluntary contraction during the stimulation. The subject

has a very weak muscle of force 2. Comparing with Figure 2.7-3, one finds that the voluntary

myoelectric part is much smaller than the stimulation response.
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Figure 2.7-4 Mixed signal (subj.: JBS).

To remove stimulation responses a linear filter is applied. Haxthausen [Haxthausen et a.
1991; Haxthausen 1992] used atransformed 3rd order elliptical filter for the suppression of
the stimulation response. It has been found [ Thorsen 1994] that this filter does not improve
the SNR much compared to afixed FIR (finite impulse response) filter (Eq. 2.7-1). Sennels
[Sennels et al. 1997] compared adaptive filters to fixed FIR filters. It was found that adaptive
filters with 6 non zero coefficients gave some improvement of the SNR compared to afixed
FIR filter.

The drawback of adaptive filtersis that they require significant more computation than a fixed

FIR filter. Considering the SNR improvement it has been decided to use a transformed first
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order FIR filter which requires minimal computation. The filtered myoelectric signal mis
given by the difference equation

r’nn:(xn_xn—p)/\/E

Eq. 2.7-1

where n is the sample number, x is the sampled signal and p the number of samplesin the
period between consecutive stimulation pulsesis p. (Gain factor ]/ V2 leavesthe RMS (root

mean square) value unchanged for a stochastic signal).

By selecting the stimulation frequency to be an integer fraction of the power supply net
frequency (which in Europe is 50Hz) we get the double advantage of the comb filter. It thus
both suppress stimulation signals and 50 Hz hum. Experiments have shown that the
stimulation frequency should be above 10Hz to obtain a constant muscle contraction. It is
desirable to keep the stimulation frequency as low as possible, since the amount of valid
samples of the myoelectrical signal isincreasing with decreasing stimulation frequency. For
these reasons the 16.6Hz stimulation frequency has been chosen , athird of the mains

frequency. (For countries with 60Hz mains frequency afourth i.e. 15Hz will be suitable).

If the signal is contaminated by a high level of hum from mains the difference in the energy
before and after comb filtering is high. Thisis used for detecting if the signal istoo noisy.
This will be the case if the recording electrodes does not have proper skin contact. Then one
or both the electrodes will have a high impedance which may cause common mode hum to be

converted to a differential signal as described in 2.5 Sgnal Amplification.

2.7.3 MUAP Activity Calculation

After the signal to noise ratio has been improved by filtering, the myoelectrical signal can be
converted into the control signal. Thisis done by estimating the M UAP activity, defined as
the average voluntary MUAPS (motor unit action potentials) from the controlling muscle over
time. Some different techniques for estimating the control signal have been considered e.g.
autoregressive models [Hefftner et al. 1988] or the use of neural networks [Costa and Gander
1993]. It is the believe that the advantages of such methods does not match the need for
computation. For that reason, simple methods based on the energy of the voluntary
myoelectrical signal have been chosen. Assuming that the myoelectrical signal is awhite
noise signal from a high number of independent generators with a stochastic distribution of

thefiring interval, an ARV (average rectified value) of the signal is often used. The use of
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ARV has a historic reason, since it was simple to realize in analogue electronic circuits. With
the introduction of low cost digital signal processors the RMS value of an interval (sliding
window) of the signal has become another often used measure. In the context of signal
processing, the RM S of the myoelectrical signal is more attractive since it applies to the com-
mon calculation of the signal-noise relation. Which of the two measures are used is not
important since the RMS and ARV can be considered proportional [Hermens 1991].
Haxthausen [Haxthausen et al. 1991; Haxthausen 1992] used the ARV as a measure for the
MUAP activity.

Inthiswork has been chosen to use the RM S of segments of the myoelectrical signal as
onemethod for estimation of the MUAP activity. It is practical to calculate the RMS for a
block of samples, where a block is defined as the samples between two consecutive
stimulation pulses. The control signal is estimated by low-pass filtering of the RM S (in
quadratic sense). A method using ARV instead of RM S has been implemented in the
MeCFES for compatibility with the work of Haxthausen.

A different approach will be described in the following. This is an ad-hoc method for
estimation of the MUAP activity. As discussed in 2.4.2 Motor Unit Distribution Model the
number of MUAPs are few. From 1.10 Myoelectric Sgnals it is known that the different
MUAPs do not contribute equally to the myoelectrical signal. The RM S value will be
differently affected by different motor units and might thus not reflect the number of MUAPS
per time in the muscle, but rather which motor units are currently recruited. The argument is
thus that if the MUAPs are few and changing in origin then the RM S over a short time
interval of the signal will not be an accurate estimate for the firing activity. It is desired to

keep thisinterval short to minimize the total delay of the system.
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Figure 2.7-5 shows MUAPs from a normal muscle (subj.: RAT) at avery weak contraction
(RMS of myoelectrical signal = 6l1V) selected by visual inspection. The duration of the
MUAPsisin the range of 6-10ms. According to 1.10 Myoelectrical Sgnals, the electrical
properties of the motor unit does not change over time. At this low level of MUAP activity,
the individual MUAPSs are visible in the electromyogram as discrete action potentials. At

levels of 20uV the hand starts extension against gravity.

Let S=(50,51,%,..-,5nw1) bethe MUAP that is going to be detected. If the MUAP occurs at
different times in the signal mand if the MUAPSs do not overlap, then the MUAP can be
detected using a filter with the impulse response h=a(Sn.1,Sn2, .- -,So) [Justesen and
Forchhammer 1992].
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Figure 2.7-6 I dealized MUAP

A standard MUAP is generated by smoothing the sequence [0,-1,0,1,0] (using the
MATLAB™ interpolation command interp). This representation is arbitrary chosen, based on
inspection of the recorded MUAPs. A timeinterval of 3msec between the bottom and the top
of the pulse is used. The frequency response for the filter together with the spectrum of a
20V rus myoelectrical signal is shown in Figure 2.7-7.
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Figure 2.7-7 Frequency response for filter and signal spectrum
Asit can be seen in Figure 2.7-7, the filter isaband pass filter. If the filter output us an
extreme of acertain level, it is assumed that a MUAP is encountered. Finding local extremes
is not atrivial computing task. To simplify the computation the MUAP activity was chosen to
be calculated as the number of samplesin the filtered signal with a magnitude that exceeded a
certain threshold tr according to Eq. 2.7-2

TC(m,tr):%zu(y(n),tr) , u(y,tr):g Iyltr [ Eq. 2.7-2
N

0
, lyl<trg

wherey isthe filtered myoelectrical signal mand N is the number of samples in the block.

The following results are based on weak contractions of a normal muscle (subj.: RAT). The
signals are produced by measuring the RM S value of the myoelectrical signal from the
muscle. The subject tries to retain a steady contraction with the visual feedback fromaRMS
meter at different RM S levels of the myoelectrical signal.

In Figure 2.7-8 the threshold counting method is compared to the RMS value. The values are
calculated over 3 seconds of the most constant contraction. The left curve shows the relation
between the attempted contraction and the actual root mean square value of the myoelectrical
signd RMS(m) . Theright curve shows the TC value (TC(m)) of the same myoelectrical
signal m where the threshold tr is arbitrary chosen to two times the RM S of the inherent noise
(whichis4uVv).
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Figure 2.7-8 RM S values compar ed to the threshold counting (TC)

The noise immunity of the two methods are compared at low myoelectrical signal levels.
Figure 2.7-9 shows the RM S values of filtered myoelectrical signals (m) added with noise.
The RMS values of mare 4,6,8,12,20,40,60 and 80 LV rus. The noise is the recorded
inherent noise amplified to 0,10,20,30,40 YV rus. Figure 2.7-10 shows the TC values with
threshold 60uV of the same signals. The five noise levels are seen as the five curves with
increasing level.

filt RMS filt TC tr=60
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Figure 2.7-9 RM S(m+noise) vs RM S(m) Figure 2.7-10 TC(m+noise,60)
vs. RMS(m)

At low levels, the TC is more noise suppressing than the RM S method as illustrated by
Figure 2.7-11. Here the level of noisetsignal relative to the signal is calculated for the

6V rvs and 12V rus signals. The horizontal axis shows the noise relative to the signal. On
the vertical axis the RM S of the filtered noisy signal or the TC of the noisy signal is relative to
the pure signal.
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Figure 2.7-11 Noise immunity

The TC method is calculated with thresholds 30uV and 60uV. When the MUAP activity is

low, this method is better in suppressing the noise. Finding the threshold is done by trial and

error.
Thethreshold counting method isimplemented in the developed device as another

method of estimating MUAP activity . The method is applied to each block of samples.

2.7.4 Calculation of Stimulation Amplitude

The MUAP activity is calculated over each block of data. A block is defined as the signal
between two consecutive stimulation pulses. The MUAP activity is filtered by alow pass
filter. The filter used calculates the mean value over 20 stimulation periods (corresponding to
1.25sec) of the MUAP activity.

Alternatively an IR (infinite impulse response) low-pass filter can be used. The implemented

filter has the form:
yn = aOXn +b1yn—1 EQ- 2.7-3

(Wherey is the output and x the input, n denotes the sample number, a and b are constants

determining the gain and frequency response).



THEORY, MODELSAND METHODS 2.7 SGNAL PROCESING 66

The stimulation amplitude is calculated by a piece-wise linear function.

[ Ofs+(Z-MAofs)* |Gain for Z>MAOfs
IAmp = [

o o otherwise Eq.2.7-4

Here Z is the filtered muscle activity, MAofs, IGain and 10fs are constants that can be
adjusted by trial and | Amp is the stimulation amplitude. The amplitude is limited by I|Max for
safety reasons.

2.7.5 Summary of Signal Processing

One of the signal processing configurations isillustrated in Figure 2.7-12. The left column is
showing different stages of the signal processing and the right column is an corresponding
example of the signal. The recording electrodes are placed in away that the stimulation
response are minimized. The amplifier band pass filters the signal and suppresses stimulation
responses before sampling. The comb filter removes the stimulation responses and the 50Hz
periodic hum from the mains. Then the signal is transformed into a control signal for the
amplitude of the stimulator, which outputs a pulse with 60ms interval. In the shown control
signal, formed by RM S method the, signal to noise relation is only 5dB.
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2.8 Electrode Usage

This section describes the electrodes and their use in the experiments. Furthermore a

suggestion for a electrode-mount is presented.

2.8.1 Electrode Placing

The electrodes used for recording are Ag-AgCl electrodes with electrode paste (Blue
sensor from Medicotest A/S, Denmark) and the stimulation electrodes ar e siliconer ubber -
carbon (from ASAH Medico A/S Denmark). Electrodes are placed as shown in Figure 2.8-1.
The stimulation site is found by trial and error where the best compromise between a strong
wrist extension and aminimal finger extension. The distance between the electrodes have
been varying from 5 to 10 cm. The exact placing is individual and varies from person to
person and must be found by trial and error. Precise positioning of stimulation electrodesis
very important if a pure wrist extension is desired. Electrode displacement of more than afew

millimeters can cause undesired stimulation of finger extensors.

Figure 2.8-1 Electrode position
After these motor points have been found the recording electrodes are placed perpendicular to
aline between the stimulation electrodes. This is a compromise between placing them in
equal distance from the stimulation electrodes and being able to record the myoelectrical
signa. Thisis aso done by trial and error. In practice the ar ea in which the recording
electrodes can be placed is limited by the geometry of the arm and size of electrodes. If large
stimulation artefacts occur the recording electrodes may be repositioned.

To reapply the electrodes an overhead transparency is used with advantage. The natural
brown spots in the skin are suitable as fix-points for the transparent where both spots and

electrode position is transferred to, using an overhead pen. The active ground electrodeis
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placed anywhere away from the area bounded by the other electrodes. A suitable siteis at the

flexor side of the arm or the elbow.

It is very important that the recording electrodes have matched impedance. Otherwise there
will be arisk that common mode signals will be transformed into difference mode signals.
Especially at 50 Hz, where the common mode noise is high this can cause problems. The
difference signal will approximately be the difference in electrode impedance(=10"Q) divided
by the input impedance (>10GQ common mode for the used amplifier) times the common
mode signal as discussed in 2.5 Sgnal Amplification.

The coupling from mains to the electrode wires is assumed to be negligible compared to the

coupling to the body. Thus wire impedance should be included in amplifier impedance.

2.8.2 Connections

Schematic electrodeplacement on arm
\. Active
Ground

To stimulator
Shielded cable
To amplifier

5-10cm

Wrist
3-6cm

Figure 2.8-2 Schematic drawing of the electrode placement and the cabling

It isimportant that the recording electrodes are connected via a shielded cable to the
amplifier. Any unshielded sections of the cable is twisted in order to reduce noise. The shield
of the cable can be used as lead for active reference (ground). This is negative feedback of the
common mode signal from the amplifier and as such not is to be connected to the actual

ground or frame of the electronics. The principle in the connection is outlined in Figure 2.8-2.

2.8.3 Hand Stimulation Technique

Stimulation of the hand can be accomplished as shown in Figure 2.8-3 whereby the hand
closes as a clenched fist. One electrode is placed over the pisiform bone and the other is
placed on the back of the hand over the thenar space at the dorsal side of the hand. The first
electrode stimulates the palmar branch of nervus ulnaris which controls the small finger
flexors of the hand. The second stimulates the flexion of the thumb (Flexor pollices muscle,

adductor pollices muscle etc.).
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Figure 2.8-3 Hand stimulation

This electrode configuration has been evolved during the work with the functional electrical
stimulation experiments. It requires that the adductor pollices and I. interossi muscles, in

particular, are innervated.

2.8.4 Electrode-mount

The concept of using adhesive electrodes is not very feasible for a device which is supposed
to be used on daily basis. It is desirable to have a device that holds the electrodes on the
right position. This electrode-mount should be easy to put on and off. Preferably by the
tetraplegics themselves. It should place the five electrodes and hold them firmly to the skin.
The wires to the electrodes should be hidden in the electrode-mount and connected to the
MeCFES by a single wire.

The hand stimulation results (see Chapter 4) have shown such good results that it has been
decided to look for a solution that can place two stimulation electrodes on the hand as shown
in Figure 2.8-3. One between the thumb and index finger on the back of the hand and one at

the end of ulna on the palmar side of the hand.

The electrode-mount shall put the recording electrodes over the extensor carpi radialis and

optionally also the stimulation electrodes for same muscle asin Figure 2.8-1.

The electrode-mount is intended as a splint that covers the electrode placement sites including
part of the hand. This requires alinkage at the wrist. Designer Marianne Thorsen, Danmarks

Designskole (Danish School of Design) has been a great help with the design of a concept for
the electrode-mount. A model made of Aqua plast™ is shown in Appendix D. This material
isavailable in plates. It can be formed at temperatures above 60 degrees Celsius. Hot water is

suitable for the heating. After cooling it maintains the form.
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It is composed around a straight rectangular piece, Figure 2.8-4, the back-piece that runs
along ulna. At the proximal end there is a plate formed around the arm. This part contains the
recording electrodes and optional stimulation electrodes. A strip that wraps around the arm
just above the wrist serves for stabilization. The distal end of the back-piece is connected with
ahinge to the hand part of the electrode-mount. This wraps around the middle part of the
hand from the thenar space and into the palm, covering the pisiform bone. It locates an

electrode at the thenar space and near the pisiform bone.

Backpiece

Wrist
extensor

Figure 2.8-4 Components of eectrode-mount

The construction has an important feature. When laying the electrode-mount on atable it
turnswith the back-piece down, due to its center of mass. In this position the arm and hand
can be put into the electrode-mount since the electrode-mount is an open construction. The
arm must be partly supinated. This movement can be done by atetraplegic (subj.: KN). (See
test subject description later on). The electrode-mount is lined with soft water rejecting foam
to avoid wetting when the electrodes are wetted. (Electrodes has not been incorporated in the
prototype, but the electrodes from first subsection has been taped in for the test).

The electrode-mount needs a closing mechanism to hold the electrodes firmly to the skin and
maintains the position. One solution is to lace it up with elastic lace. A ring attached on the

lace with asize so it can be caught by a paralyzed thumb (or index finger).

The ring is used to guide the lace around knobs on both side of the opening of the electrode-
mount and finally used for tightening of the lace around the last knob. This requires some
control of the position of the opposite hand and the ability to catch the ring. This action has
not been possible for KN for which the electrode-mount was designed. It has unfortunately
not been possible within the economical frame of the project to have a prototype with
electrodes produced.



THEORY, MODELSAND METHODS 2.8 ELECTRODE USAGE 72

A design student (Birgitte Bennike, Danmarks Designskole) has designed a electrode-mount
with amore attractive cosmetic design. Thisis supposed to be produced in a stronger type of
plastic. Photos of the model can be seen in Appendix D. The outline for the box containing
the MeCFES isincluded as well.

2.8.5 Electrode Embodiment

A suggestion for electrode incorporation in the electrode-mount is as follows (Figure 2.8-3).
Each electrode is placed between the lining and the electrode-mount shell. For this long term
use of the electrodes it is important, besides the properties discussed in 1.12 Electrodes that
the electrode material is bio-compatible, chemically and mechanically stable (e.g. corrosion
could lead to decreased performance). There must be a hole (@5mm recording and @20mm
stimulation) in the lining over the electrode. The electrode can be covered by a water
absorbing material being in between the skin and the electrode. The water serves as a
conductor (electrolytic carrier) between the electrode and the skin. Tests have shown that
shammy is good for that purpose. | has along dry-up time and is a good skin interface.

_ Skin

Shammy

B Lining
Shell

Wire } Electrode
Figure 2.8-5 Electrode build in
The materia should perform a spring-like pressure on the skin and provide good contact. If

the lining is not waterproof, the material should be surrounded by a rubber ring (gasket) to
impede drying up and preventing the lining from getting wet.



3. Hardware and Software

This chapter describes the hardware and software developed and the test set-up

The keywords for the design of the electronic parts of the system besides functionality,
are minimum size, weight and alow power consumption. Power consumption is closely
connected to the size and weight since it determines volume of batteries which are
among the heavy and space consuming parts. To minimize the size it has been attempted
to use few components and choose the most power efficient techniques as possible. The

availability of low price components limits the design possibilities.

Through several test circuits and three prototypes, the system has been evolving to
comprise an amplifier, stimulator, digital signal processor (DSP), power supply/battery
manager including rechargeable batteries and wires for electrodes. This systemis called
MeCFES (Myoelectrical Controlled Functional Electrical Stimulator). There are
four different printed circuit boards which are the amplifier-, the stimulator-, the digital
signal processing (DSP)- and the power supply- board. Especialy for the DSP system,
state of the art devices has been used causing some problems with faulty devices and
supplier problems. Developing, manufacturing and testing the hardware and software has
been occupying more than 2/3 of the project period leaving only half a year for
systematic trials with tetraplegics. Sections 3.1 through 3.5 are describing the M eCFES
hardware. Section 3.6 describes the method and set-up for the evaluating the perform-
ance of the MeCFES. The softwar e developed for the system is described in section 3.7
and 3.8. It congists of a DSP program for the MeCFES and a host program for occa-
sional communication with the DSP. Only a brief description is provided for this com-
prehensive work to preserve proprietary rights. Finally section 3.9 isasummary of the
M eCFES specifications.

3.1 Interface

Tetraplegics have very limited possihilities to turn knobs and push buttons to operate the
MeCFES. To comply with this, it has been decided that the device shall have only one
push-button, by which the user can operate the MeCFES. To inform the user of
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changes in the states of the device a sound transducer is used. Figure 3.1-1 shows the

on/off procedure using the button.
User interface

\
o

Power on

Testing
electrodes

v
Initialisation %))) OK Beep
ERROR Beep <<<(C%
Working
A
=
Power off —Q)>> OFF Beep
Battry Low %)» BATTBEEe\g LOW

Battery Empty 4Q)>> BATTES(—:LEM PTY

Figure 3.1-1 Start-up procedure
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Sound signals with different characteristics informs the user as listed in Table 3.1-1.

J Single tone The device is turning on and initializing

/J Rising scale of tones The device goes ready and operating
J

J\ Descending scale of tones The device is shutting down
4

JJJ) Two alternating tones An error has occurred. Turn off the device.
2% repeating Try again, recharge batteries or call service.
] Repeated buzz Battery low. Shut off the system and

recharge batteries.

Table 3.1-1 Sound signals

This restricted user interface implies that no adjustments of parameters can be done.
These adjustments must be done initially with a connected host computer as described
later. The demands for stimulation intensity and myoelectrical sensitivity might change
from time to time. For that reason the program has been prepared for implementation of
an automatic calibration procedure. This should be executed during the initialization
phase after power up of the device. A suggestion for the auto calibration procedure is

follows.

After the button is pressed, system powers up and starts a self-test. If the test is passed,
an initialization mode is entered and the user is informed by a sound signal whereupon
the stimulation increases sowly (limited by a pre-set maximum value). The user observes
when the maximum contraction is achieved and confirms by pressing the button and the
stimulation stops. This procedure will set the stimulation gain and the MeCFES will

confirm this by a sound signal.

There is an option of connecting a host computer (BM PC) to the MeCFES. Thisre-
quires a specia cable from the parallel port of the host computer to the MeCFES. Com-
munication with the MeCFES is then possible using the developed host computer soft-
ware. After the manufacturing of the MeCFES the DSP program has to be downloaded

to the device from a host computer. The program is then stored in the FLASH memory
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(an erasable non volatile integrated memory circuit) of the MeCFES. Once programmed,

the system will not need the host connection to operate.

The host interfacing option gives access to the following actions:

» Future upgrading of the signal processing software in the FLASH memory

» Changing reading data in the RAM (random access memory used for variable data)
» Changing user specific parameters

» Exchanging signals, values and parameters for research

e Controlling performance and testing of sub-circuits

» Setting/reading serial numbers, user ID and other information

» Getting an activity logbook of the systems use

3.2 Amplifier Circuit

Asdescribed in 2.5 Sgnal Amplification the amplifier isthe most important link in the
signal processing. The developed amplifier is patent pending and a complete schematic
can be found in Appendix B. The special property of the amplifier isthat high-pass

filtering is achieved using a non-linear feedback loop.

3.2.1 Amplifier Principle

Figure 3.2-1 isamodel showing the principles of the amplifier. The electrodes, denoted
by (1), pick up the signal. Each of the electrode signals are limited (2) to reduce stimu-
lation artefacts and to protect the pre-amplification circuit (3). The pre-amplifier (3) has
adifference gain of A; and transforms the high impedance difference signal into alow
impedance signal. The pre-amplifier output (3) is added (4) with the negative output (12)
from the feed-back network which provides an estimate of the DC-offset at the pre
amplifier output (3). The offset regulated signal from the addition (4) is fed to a post-
amplifier (5) with gain A,.
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Limiters
> Amplifier
. O/ N 13
£ J |A2 Output
1/6_ -/_ Integrator Attenu/a7tor /6
i) /
M1 NL1
A0 /9
~ LP
NL2 Low-pass

filter
Figure 3.2-1 Principle of the amplifier
The feedback network is divided in two parallel paths to accommodate different behavior
to small signal asto large signal offsets.

High-pass Filter:

Small signal feedback (6-7-8-11-12-4) realizes the high-pass filter. The output from the
post-amplifier (5) is limited by a non-linear function NL1 (6). NL1 has the input output
relation illustrated in Figure 3.2-2. Clipping the signal in NL1 reduces the influence of
impulses in the subsequent circuit. After clipping (6) the signal is attenuated (7) by a
factor k, where k is determined by the amplification A, and the desired overall high-pass
cut off frequency. (see subsection 3.2.2 Realization for details). Hence the signd isinte-
grated (11) and phase shifted 11(12). (The integrator (11) is alinear element and the
processing of the signals from the added (8) outputs form the attenuation (7) and the
non-linear function NL2 (10) does not influence on each other). This part of the signal

path provides linear high-pass filtering of small signals.
DC-offset Compensation:

Large signal feedback (9-10-8-11-12-4) provides the offset compensation. The output
from the post amplifier (5) islow-pass filtered (9). The cut off frequency of the filter (9)
determines the overall recovery time for the MeCFES amplifier. The filtered signal is fed
to anon-linear function NL2 (10). The NL2 has the I-O relation illustrated in Figure 3.2-
2. Only if the absolute value of the input of NL2 exceeds a threshold the output of NL2 is
non-zero. In this case the signal will run through the adder (8) to the integrator (11) and
thus fast establish the offset compensation. It isthis part of the circuit that provides the

fast recovery time of the entire circuit.
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Thresholds for NL1 (6) and NL2 (10) should be equal with characteristics as shownin
Figure 3.2-2.

Output

NL1 utput NL2
-trsh Input -trlsh Ayut

trsh

Figure 3.2-2 Non-linear functions

3.2.2 Realization

The embodiment of the amplifier is shown in the simplified schematic Figure 3.2-1 with
the main component values. It is designed as a+3V system with atotal gain of 74dB and
asmall signal high-pass filter cut off frequency at 8Hz. DC-offset compensation is start-
ing after 50ms (significantly longer than the expected muscle response). At the output
there is a second order low-pass Bessdl filter (not shown) with a cut off frequency of
500Hz.

V+ 3
R37  LF Fpg IC16 (NALLE or AD620) IC14 (INATL6 0r AD620) g
- )
C3.1u e Tnae
I
Iy Vs = 50R
p IC13:8 R39,100k ¥ R43,100k Lp-Filter
- —_—
R28.10k
+
C158
R33,1k

C23,3.3N

Figure 3.2-3 Simplified schematic of the M eCFES Amplifier

The signal from the electrodes is clamped between the power supplied through aresis-

tor-diode network to protect the instrumentation amplifier |C16. This device is one of
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the critical parts since it determines the common-mode rg ection ratio and the input
impedance of the M eCFES amplifier. The output of 1C16 is divided by 2 by the iden-
tical resistors Ry, and R,3. Operational amplifier IC13B ‘mirrors the DC offset at the
output of 1C16.

The IC16 is selected to have a gain of 20dB. This allows a differential offset of the
electrode potentials of up to 0.3V without saturation of the amplifier. The stimulation
artefacts are saturating both 1C16 and 1C14 which for the same reason are chosen be fast
recovery circuits (<10us). Thegain in 1C14 is selected to 60dB to obtain atotal signal
gain of 74dB.

DC-offset Compensation

To find the time constant R3,Cs; of the low-pass filter (LP) it is assumed that the tran-
sistors are switches that are open below the Vi on VoItage of about +0.6V. If a DC-offset
saturates the amplifier, Vs will be clamped to +3V, and the voltage at V, will change ac-
cordingly to the formula

V, =V;(1-exp(-t/ RypCy)) Eq.3.2-1

Setting V, to the 0.6V Vpeon VOItage then, with the time of 50ms, Eq 3.2-1 yields atime
constant of 220ms.The transistors realizes the non-linear function (NL2). It is assumed
that the basis current in the transistors can be neglected. When the transistors are active
they feed current into the capacitor Cs,. Saturation® of 1C14 (post amplifier) calls for at
least 3V/500=6mV compensation at V,. When the transistor ison, a current of 3V/R3g
flowsinto Cs, giving a change in V,: of

V3
ReoCs

whereit is desired to have arecovery time t=50ms. The values of Rz (=Rs;) can calcu-

AV, = t Eq. 3.2-2

lated using Eqg. 3.2-2 and should not be greater than Rs,. With Cs=1uF the result will be
R:0=25M Q. Because of the non-linearity of this circuit there is a potential danger of in-

stability but, with the chosen components, it has proven to be stable.

! Ry, and Ry bisects the signal. Thusthe gain is divided by 2
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High-pass Filter:

The diodes (NL1) Ds and D; clamps the input of the linear filter to the range £0.6V. This
minimizes the effects of transients from stimulation responses. Resistor network (attenu-
ator), Rsg, Ryz and Ry, attenuates the signal. The transfer function of the entire high-pass
filter is derived using the following three equations, derived from the circuit in Figure
3.2-3:

_V,
V= %cg Ry Eq. 3.2-4
Vs=ValK , K=(Ryzt Rog)(V/Rpg+1/Ryg)+1 Eq. 3.2-5

Here Gicisis the gain of 1C14 (1000 times). Combining Eq. 3.2-3, Eg. 3.2-4 and Eq. 3.2-
5 yields the transfer function for the post-amplifier stage.

H( = 2 = Cafn)
V, 1+s2KC;R;,,/Gcyy

Eqg. 3.2-6

Multiplying this with the gain of the pre-amplifier (which is 10 times) yields the small-
signal transfer function of the two first stages of the MeCFES amplifier circuit in Figure
3.2-3.

3.2.3 Common-mode Feedback

The common-mode signal is provided by 1C16. It isamplified 40 dB and band-pass fil-
tered from 5Hz to 500Hz. This suppresses the harmonics of the hum in the bandwith of
the amplifier. The output from IC16 has an offset that is removed by R,; and Cs, before

amplification.
3.2.4 Low-passFilter

The amplifier is ended with alow-pass filter to comply with the Nyquist criterion before
sampling. A simple RC high-pass filter is applied before the low-pass filter to remove
offsets. The 2nd order low-pass filter is configured as a multiple feedback Sallen-Key
filter, using a single operational amplifier (Figure 3.2-4). The transfer function for the

filter can be found to
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H(s) = Output _ Ry (ResRorCsoCia) ™
Input — Rys §° +S(Ryg +Ryg +R57)Cqi +(RygR,,C3,Ca5) ™

Eq. 3.2-7

R26 1 c32
- 56k —T 2n7
Amplifier output
"R25 A/D Conv5
55k C33—— 56k e
8nz T A VRef

-~

Figure 3.2-4 Low-passfilter

Bessel filter type is selected and the gain is chosen to unity The denominator for the
second order transfer function must be of the form s°+3s+3 [Jensen 1987] By normaliz-
ing s with respect to the 3db cut off frequency being unity, the transfer function for the
Bessel filter becomes

b 2
H(s) =-A > / “ , where a=220320 b =161803 Eq. 3.2-8
(5/000) +a s/(q) +b
From EQ.3.2-7 the gain A can be found to be equal to
Ros
A=—". Eq.3.2-9
Ros

Comparing Eq. 3.2-8 and Eq.3.2-9 the capacitors can be calculated
o _RE+RE+RY
3 2rtfja

Ca, = ((217f)*b [Cys Ry [Ryy) ™ Eq.3.2-11

Setting Rxs =Ry6 , the gain becomes one and to obtain a cut-off frequency f, close to
500Hz, selecting C33=8.2nF, C3,=2.7nF (type 1% np0 SMD), the resistors can be calcu-
lated t0:R,7=56kQ (1%), Rs=55kQ (1%), R=56kQ (1%)

Eq .3.2-10

The redlization of the Bessd filter is sengtive to the component values. The single op-
erational amplifier configuration has been selected to minimize the number of required

components.
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3.3 Digital Signal Processor Unit

Principle
Optional ! C interf
PC interface
Host PC Watch & Boot Control
dog Logic
TMS320LC50PQ
Power FLASH
Supply Processor & RAM Memory
BUFFER
pr) Control
. nalog-Digita Output
Amplitier 2y Signal Converter :
Stimulator  gJ— Digital-Analog
Signal Converter

Figure 3.3-1 DSP board

The digital signal processor unit (DSP) is the core of the system and is outlined in Figure
3.3-1. Special attention has been paid to power consumption and size. Schematic of the
digital signal processor board can be found in Appendix B. The central unit isthe
TMS320L C50 signal processor from Texas Instruments. It was in 1995 the commercial
available processor with least power consumption with respect to calculation capa-
bilities" (Figure 3.3-2). It contains 10kWords on chip RAM that can be used for both
data and program memory, has sufficient calculation capacity and is available in small
guantities. The processor takes care of data communication with A/D (analogue-digital)
and D/A (digital-analogue) converters as well as miscellaneous controls of the subsys-

tems (amplifier, stimulator and power supply).

TMS320C50 [ 45
TMS320C30

ADSP2181 200
DSP1617 17

Power cons. mW/MIPS
Figure 3.3-2 Power consumption of common DSP’s

! The TMS320L C50 is declared obsolete in 1997 (Maybe because of hardware errors). A compatible
successor is expected.
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The DSP board is equipped with an AT29LV 1024 FLASH memory from Atmel. This
device has 64k* 16hit non-volatile memory. It is used for storage of the program, pa-
rameters and miscellaneous information. It can be programmed in sectors of 128 words.
The lifetime is more than 1000 write cycles in each sector and a data retention time of
more than ten years. The advantage is that it can be programmed ‘on board’ without
the need for a programming voltage other than the 3.3V power supply. The power con-
sumption islow (5mA @ 1MHz) compared to other ROM (read-only memory) circuits.
The FLASH is connected to the program data bus of the TM S320 so the program can
berun directly. Special commands in the TM S320 provides access to both reading and
writing of the FLASH.

Since the FLASH will contain no information after assembly of the DSP, it must be
programmed. For this purpose the board has been equipped with aboot-load control
logic. It controls the mode in which the TMS320 will start in after reset (power up). In
stand-alone mode the program execution will begin from the FLASH. In boot-load
mode it will execute the Texas build in boot load program' to start reading from the
serial port®. Thus acommunication program can be transmitted from the host computer
to the program RAM of the TM S320, using four wire serial communication. Afterwards
the entire program can be transferred via the TMS320 to the FLASH. This start up mode
is determined by the host computer. If no host computer is connected the stand alone
mode is automatically selected.

The choice of converterswas at the time of system design very limited by the low-power
3.3V constraint with seria interface. The A/D converter isthe TLV1543C from Texas
Instruments with 10 bit resolution and 11 channels. This samples the myoelectric signal,

battery level, stimulation voltages etc.

For D/A conversion the only available device fulfilling the demands was the LTC1452
from Linear Technology. It isa 12bit converter with one channel output. It generates
the analogue stimulation signal. The output is besides the stimulator also fed to the A/D

! Note that the TMS320C50 User’ s Guide i's erroneous in the description of the bootmode sel ection.

2 The processor has a hardware bug in the serial port 1. The opreation after booting is not according to
the manual.
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converter for self-testing purpose. For safety reasons to prevent erroneous function a
watch dog has been implemented. If a control signal line is not toggled within 50ms
power to the entire system will be shut off. This and other controls are interfaced by the
6 line output buffer. If the system thus executed invalid code the watch dog will turn the
system off to protect the user against uncontrolled stimulation. (An example of such a

situation can be if the program is changed due to external noise)

It will be outside the scope of this report to give an extensive description of the DSP
board but a few remarks are made. The figures are subsections of the full DSP schematic

in Appendix B.

The host computer interface is shown in Figure 3.3-3. All signals are ESD protected by
the D1 and buffered by the 1C9. The clock PClk, frame synchronization PFS and trans-
mit data PX are outputs from the computer and the data receive isthe input to the com-
puter. The receive signd is buffered by a transistor to match a5V low impedance input
of the parallel port of the host computer. The actual operation of the seria ports of the
TMS320, after reset, is not in agreement with the description in the user’ s guide Resis-

tors Rys; and Rysp in the DSP circuit compensates for this.

TM S320 e
10K PR
. ox hL06 T45
1'st clkr 4 Jris1 10K 3v3_1 Riz, K0
. a2 PCLK
serial rer |2 BCW32 PR oN2
104 l ‘
FSX Ico x—@ 8
port PR EX L nn PES ) L s R11 10K Wb PCLK x—eo 7
R150 10K ox 2 42: Y g Y x—o g
6 o4 7 PFS__R10 10K PFS
10 6 T [opx 4
TFSRITAD] 10 9 10K 3
2'nd  Tesxrers : 12 12 Yu (i R6 ‘ P 2
h SOUND12 15 S 14
TCLKX 1 ¢ 15 314 1
serial 1eikr .
4049X6 MICRM8P
port %; 4 J ‘zfzmzx GND
o
GND  C20 b1
SOUND22 }_‘ SMDAOS L
) 1 100P
SOUND GND
3v3_1 1
R3 10K L4 GND
RS 10K

Figure 3.3-3 Host computer interface subcircuit

Since the 2'nd serial port, connecting to the A/D and D/A converters, can be config-
ured before it is enabled the receive (TFSR and TCLKR) can be connected directly to the
transmit (TFSX and TCLKX) of the frame sync and clock signals.
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3.4 Stimulator circuits

Two different stimulator concepts (Type 1 and Type 2) have been designed based on a
high voltage supplied transistor output stage. A third stimulator concept (Type 3) based
on the transformer output has been developed and produced. The aimisto create the
most ideal current generator according to the discussion in 2.3 Stimulator Principle,
with avery low quiescent power consumption, optimal efficiency and the desired pulse

form.

The concept of Type 1 and Type 2 provides the opportunity to improve efficiency and
size of the stimulator. The advantages of avoiding connection, to the stimulation elec-

trodes, through a transformer is described in 2.3 Stimulator Principles.

The specifications set for the stimulators are:

Input control signal V; in the range 3V

A biphasic pulse form of duration <1ms

Output current controlled by:1,=Vi* 20mA/V

[Vou<0.1V between stimulation (50ms).

3.4.1 Stimulator Type 1 Design

The following describes the design of the Type 1 stimulator. The full schematic isin
Appendix B. The following calculations applies to Figure 3.4-3.

There are four identical current generators configured as in the illustrative model
Figure 3.4-1. The current generators are active in pairs. The a positive control signal
controls generator number 1 and 3 while number 2 and 4 are off. In the negative stimu-
lation period number 1 and 3 are off while 2 and 4 are on. (If the current in the genera-
torsis not identical, the result will be the fault current in the recording electrodes as de-

scribed in 2.4.7 Simulation Response).
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The serial port is not directly compatible with the converters, why the interfacing counter
(pleas refer to Appendix B, 1C31) and gates are necessary to generate the chip enable

signals for the converters, using the frame sync and clock signals from the 2'nd serial

pOI’t.
Ic11
PR o V! * Do
1t boot
15 mp IC10
2 v Y ——— f 12 X0 X 14 eD3 4|Sb Of TM 8320
vad enp| ¢ 1 v1 7 A con |393'1 = X 15 databus
2 ava1 mode T 2 o M
o O PO [ S R
6 INH 5 20 T
m A vss Sj—l J 8 z1 vop |18
B 7 6
¢ vee b GND 1 INH 8

4053 10 : vss
BOOT c VEE 7

4053

3 _PURESET

GND

150K

Figure 3.3-4 Boot control subcircuit

The system is reset when both PFS and PX are low (Figure 3.3-4). The duration of the
low pulse determines whether stand-alone mode or boot-load mode isinitiated. A long
pulse will charge C,; and thus setting the boot signal. This signal is used for the input of
IC11 and IC10 that will put the’16 bit serial boot-load mode command’ (binary xxxx
XXXX xxxx 0100) pattern on the data bus and set the MP low (starting the on-chip factory
programmed boot loader). Asthe last thing it shall be mentioned that patches has been
made to enable the on off button to interface the signal processor and at the same time be

able to turn the system on/off. These are not in full agreement with the schematic.
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Figure 3.4-1 Illustrative model of stimulator configuration

Each current generator isrealized as outlined as in Figure 3.4-2 where a voltage con-
trolled current generator (VCCG) is determining the current in the resistor Ry. If the
transistors are identical then the basis emitter voltage must be identical and thereby the
voltage over Rs; must equal the voltage over Ry. Thisyield a current gain when ideal-

izing the transistors

R49
low = rer = lrao

Rey Eq. 3.4-1
To obtain a high efficiency the resistor Rs; should be much lesser than the electrode
impedance and the ratio of R49:Rs; should be high to minimize the power lossin Ry. The

value chosen for resistor Rs; is 100w and the current gain is selected to 10.

v+
R49 10:1 2 R51
\ \
T15 T6
Ic |, Jout
Output
veee @) e

Figure 3.4-2 Current amplification
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Since high voltage transistors must be used (which are not ideal and usually have alow
gain), it isof interest to include the gain () and the basis emitter voltage Ve on in the
calculations. Let AV, be the difference in the basis-emitter voltage, Ve, for the two

transistors. The current output of the transistors are given by
lo = Irsr(1+1/ Bris) Eq. 3.4-2
le = lrag(1+1/ Brg) Eq. 3.4-3
The difference basis-emitter voltage difference provides the currents in the resistors
AVye = T ragRag — I rs1Rey Eq. 3.4-4

Combining these equations yields

| LtUUB Ry AV
° “1+1UpBs Ry Ry Eq. 3.4-5

From this it appears that the output current is sensitive to AV, and difference in 3 for the
transistors. To minimize the consequence of a AV, the resistor Rs; must not be too
small. Typical (50-200) variationsin 3 can give rise to an error on the current gain of
some percent. For the selected transistor type the Vi, can vary 0.1V in worst case and

thus give rise to significant offset approaching a milliampere if Rs;=100Q.

Figure 3.4-3 shows a section of the schematic including generator 1 and 4.
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Figure 3.4-3 Section of schematic

The VCCG in Figure 3.4-2 is redlized by the transistor T;, (and in the negative pulse pe-
riod Ty;) and operational amplifier IC,gs Which controls the current in the resistor Res.
This current will (when neglecting the basis current in T;,) be supplied by the transistor
Te. The coupling of this transistor resultsin a‘shut down’ feature. When the input to the
stimulator is near zero (the 10 bit D/A converter will have a certain noise level at the
output of at least+5mV) the current generators will effectively be shut off leaving the
stimulator output in a current-less high impedance state. The stimulator will thus be
‘silent’ and not disturb myoelectrical signal recording and the power consumption will be

reduced to the quiescent power consumption of the operational amplifiers.

This on/off threshold is determined by

y Res

=V —
input threshol be,on
Ris Eq. 3.4-6

where Vpe,on Of T2 Can be set to 0.6V and Vinput treshol i the input to the stimulator. In

summary the transfer function for the stimulator is
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O Re
E 0 for IVinput |< Vbe,on R_3
45
| =
° ER@ %/input Vbe,on 0 f R63
0 - E or IVinput|>Vbe,on
R ORss R Ris Eq. 3.4-7

3.4.2 Stimulator Type 2 Design

It was found that the stimulator Type 1 is sengitive to the matching of the transistors. In
order to improve the performance of the stimulator design an approach to use a different
technique is attempted. This circuit (Figure 3.4-4) makes use of a current sensor that
feeds back to the control sub circuits. This makes a closed loop control of the output
current. This should in theory give very accurate balanced stimulation output. A full

schematic can be found in Appendix B.

current sense
L

Volt. Leve .
shifter V=a*lout Ve
Z } Vin +:
Discharge + | <
contro
X2

Figure 3.4-4 Principal function of Type 2

I=G(Vc)

lout

.|||_ _@_;

The concept is build up upon the idea of letting the high level voltage across the current
sensing resistor be transformed down to alevel of +3V using capacitors (see Figure 3.4-
4). Then an instrumentation amplifier amplifies this differential signal, representing the
current flowing into the electrode (when using FET transistors in the output). The ca-
pacitors low side must have equal voltage before the stimulation pulse starts. This volt-
age must not exceed the active region of the instrumentation amplifier input. Thisis
ensured by switches. The output is switched between the two electrodes depending on
the phase of the stimulation pulse. A matching circuit is providing the negative counter-

part to the in Figure 3.4-5 shown circuit.
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Figure 3.4-5 Principle of stimulator Type 2

The switching between the diodes are demanding two logical signals On, and On; con-
trolling the phase (see Figure 3.4-5). Stimulation form/amplitude is send to the positive
part of the circuit Vie,e. Thisisinverted as the actual current in the positive part Vg and
fed to the negative stimulator part as the control signal. This ensures that the current in
the negative output mirrors the positive output current. The following calculations refers
to Figure 3.4-5.

Desired precision of loy and loy is determined by the precision of the sensing resistors.

The voltage drop over the resistor is chosen to 0.5V at 50mA, i.e. R;14=10Q.

The high voltage is stored in capacitors in the power supply. Selecting a 0.5V margin to
the +3V rated input of the instrumentation amplifier the allowable voltage drop of Vj, is
2V over 2*300us. (the selected type of integrated circuits INA118 or AD620 are inter-
nally protected at the inputs to +40V)

The impedance for the instrumentation amplifier is 10'°Q which can be neglected. The
leakage current is 10nA. Thisimplies a possible DC offset error on Vg of £30mV cor-
responding to an error in the stimulation current balance of 3%. Thisis removed by a
high-pass filter. The resistor R. is limiting the current output from 1C92 when V; is low.
Theresistor Ry, is removing charge from the gate. Transistors T,g and Tz are enabling

the outputs and selecting which of the two electrodes the output current is applied to.
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3.4.3 Stimulator Type 3 Design

The Type 3 stimulator is made by Miguel Hermann at Asah Medico A/S and the sche-
matic can be found in Appendix B. The circuit is controlling the current in the primary
side of an 1:20 transformer. It needs 9V battery supply. It is thus assumed that the trans-
former isideal and that the current in the secondary side is proportional to the current in

the primary side. This stimulator needs a modified power supply.

3.5 Power Supply Unit

The power supply circuit can be found in Appendix B and the functionsisillustrated in

Figure 3.5-1. The power supply part of the system istaking care of
e Charging of the battery

» Generating +3V for the analogue circuits

» Generating 3.3V for the digital circuits

» Generating 0-+75V for the stimulator circuit, using switch mode power supply

technique.
» Starting/stopping the system

It comprises the push button control, the sound source and a watchdog. The power will

be shut down if the unit does not receive a signa for the watchdog .

Power Supply
t2020V AC Battery charge
15V +- 0-75V ——
adapter [ +- 3.0V —
4 Batteries — * 8.3V
— Sound transducer
|
Pushbutton

Figure 3.5-1 The power supply unit

The high voltage is generated by a switch-mode fly back converter. The DSP can control
the voltage level by turning the converter on/off. To protect the circuit components, a

feedback loop in the converter ensures that the voltage does not exceed £75V.
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3.6 Evaluation Method

The first step in evaluation of the MeCFES performance is the enhancement of the mus-
cle force and wrist movement. Thisis evaluated by the tracking test (used by
Haxthausen [Haxthausen, et al. 1991]). The next step is evaluation of the functional
benefits of that enhancement. This is done by a hand function test has been developed by
the occupational therapists at the Center for Spinal Cord Injury, Copenhagen University
Hospital, Rigshospitalet, Denmark. The hand function test has been conducted by an
occupational therapist. It is described along the conclusion of the resultsin 4.6 Func-
tional Evaluation.

3.6.1 Tracking Test Description

The tracking test is recording isometric wrist force or the wrist extension angle
against gravity with the purpose of being an objective repeatable test of the MeCFES.
The test is modified and extended by an endurance measurement. The evaluation thus
comprises three types of tests: A force tracking test, an angle tracking test and an en-
durance tracking test. All measurements are using the same set-up which is described
last in this section. In addition to the tracking test where the test participant is controlling
the stimulation, the set-up is used for recording of recruitment curves (the current-

muscle output).

In the tracking test, atarget, a course of desired muscle output is displayed on a com-
puter screen. The subject being tested is supposed to track thistarget as close as possi-
ble. The track is representing either an isometric force or the angle of the wrist exten-
sion against gravity. The recorded parameter will be displayed, real time, with a moving
marker on the computer screen together with the target. In the force and angle tests the
target is atrapezoid with a duration of 20 seconds, see Figure 3.6-1. Muscle contraction
isrequired in 16 seconds. The target maximum value is 90% of the maximal MeCFES
assisted contraction. The endurance test is a modified tracking test where the partici-
pant is supposed asked to keep a 50% force for 200 seconds, see Figure 3.6-2. The

vertical axisis normalized with the maximum contraction.
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Figure 3.6-1 Example of a tracking test
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Figure 3.6-2 Endurance Test example.

Three different means of evaluating the performance are chosen. A 10% margin for the
track, is shown on each side of the target according to the precision needed to perform a
given task. If the tracking is outside the margin once, then the task has failed. The 10%

margin is arbitrarily chosen.



HARDWARE AND SOFTWARE 3.6 EVALUATION METHOD 95

In range: A normal subject can easily keep the track within this margin. The time
the track is outside this margin is shown as the percentage of the total
time. No contraction and normal tracking will yield respectively: In

range 23% and In range 100%.

Fails: Thisisthe number of times the track exceeds the margin. Thisisa
measure for the reliability of the movement, since it only takes a short
failure of contraction for a cup of coffee to end on the lap. For areliable

system afail should not occur.

Error: Thisisthe value used by Haxthausen. It is the root mean square (RMS)
value of the vertical distance between the target and the tracking (used
by Haxthausen). No contraction will yield: Error 60% RMS.

Recording of the recruitment curves are using the same set-up. The current is not
controlled by the myoelectrical signal but is controlled by the computer. It isdirect
proportional with the target used in the tracking tests. The target is providing the per-
centage of maximum stimulation (determined by the participant). The curves can be
recorded as stimulation-angle or stimulation-isometric force curves. The corresponding
recording to endurance test is the stimulation-endurance curve, where a constant stimu-

lation of 90% maximum stimulation is applied for 200 seconds.

3.6.2 Calibration Procedure

The parameters for the MeCFES are set by trial and error, using the settings from previ-
ous experiments as a starting point. When this is finished the tracking test set-up is cali-
brated. The offset (relaxed non stimulated) and maximal MeCFES assisted contraction is
measured at the start of the test. For adjustment of the MeCFES system and train the
patient the Angle Tracking Test isused. Thistest is used maximally 10 times before
commencing the measurements.Performing the tracking test comprises of the following
steps:

I. Finding maximal stimulated contraction angle and force

[1. Tuning the MeCFES parameters using Angle Tracking Tests. Maximally 10 times.
[11.Angle Tracking Test is performed without MeCFES.

IV.Angle Tracking Test is performed with MeCFES.
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V. Force Tracking Test is performed without MeCFES.
V1.Force Tracking Test is performed with MeCFES.
VI1I.Endurance test is performed without MeCFES.
VI1II.Endurance test is performed with MeCFES.

The procedure is not followed strictly due to practical reasons during the actual test
situation. The deviations are on the order of using MeCFES and some times a test has
been restarted or repeated.

3.6.3 Tracking Test Set-up

The set-up for the tracking tests is comprising a device illustrated in Figure 3.6-1 and a
electronic circuit, the transducer interface board, that can be found in Appendix B.
The circuit consists of two amplifier circuits, one for the force transducer and one for the
angle transducer. These two signals are converted by two separate analog-digital con-
verters, enabling sampling on a PC (IBM compatible personal computer). The connec-
tion to the computer is using some of the free pins on the same parallel port asis used by
the MeCFES. This enables simultaneous sampling of either force or angle and monitoring
of the MeCFES processing. The force signd is provided by a strain-gauge bridge and
the angle by alinear single turn potentiometer. Both the control of the MeCFES and the
tracking test is integrated in the MeCFES host program.

The mechanical set-up consists of a plate mounted with a lever, see Figure 3.6-1. The
forearm is intended to be placed on the plate in such way that the lever rests on the back
of the hand over the knuckles. The plate is mounted on a flexible arm to provide the

opportunity to place the plate in the most comfortable position for the test person.

Force transducer

Blocking split
Angle transducer

Figure 3.6-1 Angle and force measurement set-up

The rotation axis of the lever is paralléel to the rotation axis of the wrist and the angle is

recorded by a mechanical connected potentiometer. The wrist extension angle, where
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gravity is the only force reacting on the hand, is recorded for the Angle Tracking Test.
The movement is a dynamic movement that allows concentric and eccentric contraction
that is comparative to the conditions under which the hands is used when grasping and

lifting objects.

The lever can be blocked by a split as seen in Figure 3.6-1. The Wrist Force Tracking
Test and Endurance Test are performed by fixing the lever at a position where the wrist
is parallel to the arm (normal anatomical position). The contraction will then be an
isometric contraction. A force transducer is mounted on end of the lever that rests on
the knuckles and by blocking the lever the isometric force is recorded providing a well
defined reproducible measurement. Note that the force of gravity isnot eliminated. In
all tests the hand is taped to the lever. Thisis necessary since the attempt of wrist exten-

sion in al the participants was accompanied by some supination of the wrist.

3.7 DSP Software

The DSP (digital signal processor) is taking care of: Sampling and filtering, output of

stimulation pulse, calculation of stimulation output and miscellaneous control tasks.

The software for the DSP is coded in the TM S320C50 assembly language consists over
2000 codelines. Besides the signal processing it enables communication and data ex-
change capabilities to the optional host computer. The program provides different signal
processing strategies, which can be changed by the host computer. A combination of the
following signal processing steps are possible: The functions in italics are the defaullt,
Model.
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Signal name Processing

X= Sampling of amplified signal

Y= Stimulation response suppression filter (1.order transposed FIR-filter )

Noiseindication | Noise detection

MES= Filtering the blocs of data (Changeable coefficients)

MA= Counting samples above | Rectified mean | Root mean square
a threshold value

M= FIR low-pass filtering IR low-pass filter

= Simulation amplitude = Piece-wise linear Constant stimulation
function

Table 3.7-1 Signal processing

The filters with changeable coefficients are using alookup table for the coefficients. At
assembly time different tables can be used/created. The sampling frequency is set to
2kHz but can be changed in the source code for the program (it then has to be reassem-
bled). Of the tota stimulation interval, which is 60ms, the first 10msis blanked, i.e. they
are implicitly set to zero. The block length (samples in-between stimulation) is 100

samples. Thisis equivaent to 50ms of the myoelectrical signal.

The stimulation pulse is given by a sequence of 10 interrupt routines with an interval of
0.1ms. This gives the opportunity to select an arbitrary stimulation pulse with a duration
of Imswith aresolution of 0.1ms. The used stimulation from is a biphasic pulse with
egual positive, inter- and negative pulse have a duration of 0.3ms each. The execution of
these tasks are illustrated in Figure 3.7-1

} time
Sampling v VY A 4
Output of AA A A A A
stim.pulse
Filtering and
Stim.amp. "ttt A s A
calculation
CONMIOl o r

Figure 3.7-1 Timing of program

The sampling and output of the stimulation pulse have the first priority since they de-

mand precise timing. Calculation of the new stimulation amplitude can be performed in




HARDWARE AND SOFTWARE 3.7 DSP SOFTWARE 99

parallel with the sampling. It must be completed before the stimulation starts. The signal

processing flow isillustrated in Figure 3.7-2.

System
Sampling of initialization
myoelectric signal power on
Check
Comb filtering cmmon-mode
noise level
Filtering and
tansforming into
; User
S interfacing
Low-pass filter HW
checking
Stimulation Amplitude
(IAmp)= piecewise Host
linear function communication

Figure 3.7-2 Flow of the signal processing

The control tasks can be executed asynchronously in parallel with the two other proc-
esses as indicated on the timing diagram Figure 3.7-1. These three classes of processes
are controlled by pointers. The pointers are: SamplingStateSel_M.which takes care of
the sampling, ProgramModeSel_M selecting the signal processing of the blocks. Finally
there are two background process pointers BackProcessSel MeCFES and
ComModeSel_M for the asynchronous tasks.
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Signal processing task dispatching.
Task selected by timeri Interrupt calling[SamplingStateSel_M]

i Output Sample and output
Procesalggac:ifnzamples stimulation pulse coﬁtrol signalsp
[SamplingStatePtr_M] Updating Updating

[SamplingStatePtr_M][ | [samplingStatePtr_M]

Figure 3.7-3 Task dispatching

The pointer, SamplingStateSel M, is controlling the sampling process using the timer
interrupt, as shown in Figure 3.7-3. After 100 samples the pointer is being changed to
the stimulation process and then again after 1ms to the control process during the blank-
ing of 10ms. Totally a stimulation period of 60ms. Changing the stimulation period from
16.66Hz to 15Hz it is done by extending the blanking time by 6.66ms. This can be done
by correcting a fine-tuning parameter called PeriodTune _k that extends the control

process.

A feature that recently has been implemented in the program is a mode for data logging
of amyoelectrical signal. This can be used to register spasticity in amuscle over
24hours. In this mode, SpasmRecord, the stimulator module is not used. The program
calculates the RM S value of the myoelectrical signal in blocks of 6 seconds. These values
are saved in the FLASH and can be downloaded to the host computer after the end of

the recording period.

3.8 Host Computer Software

A range of data exchange options can be accessed by connecting a host computer (80386
IBM compatible PC or higher ) to the MeCFES. The host computer program, containing
over 3000 code lines, is written in Turbo Pascal as a DOS application. The primary
purpose of the program isto program and test the DSP. The features are:

* Initializing the DSP



HARDWARE AND SOFTWARE 3.9 SUMMARY 101

* Programming the memory circuit (FLASH memory)

* Verifying the program

» Testing different sub-circuitsin the system

» Writing serial numbers, version and other information in memory for service purposes

» Downloading data and signals from the DSP to the PC-disk drive., for later
examination of the performance and control of myoelectric signals.

* Monitoring the signals in different states of signal processing on the screen. This
serves for controlling the quality of the Myoelectric signals.

» Changing signal processing parameters.
* Reprogramming the DSP to upgrade the program.

» Real time debugging the DSP program and tracing the execution of the DSP program
in single steps as well as free run.

In addition the program performs the tracking tests, endurancetests and the

recruitment measurements.

3.9 Summary

This section gives a summary of the specifications for the hardware. The hardware is

produced in surface mount technology, minimizing size and weight

The MeCFES system, comprising stimulator, DSP and power supply, is build into a
11cm x 7cm x 3.5cm box with atotal weight of 200g. The box is intended to be placed
e.g. inapocket A flat cable connectsit to the amplifier which is intended to be placed
near the recording electrodes. The amplifier is build into a 5mm x 45mm x 35mm box.
The bottom of the box is mounted with the reference electrode. It is the intention to have
the amplifier enclosed in the electrode-mount (described in 2.8.4 Electrode-mount ) near
by the recording electrodes. The system is powered by 4x1.2V rechargeable NiCd
batteries with atotal capacity of min 2Wh.The measured power consumption of the four

partsis
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DSP (executing signal processing.) 26mW @ 3,2MHz clock. (3.3V)
Amplifier 18mW. (£3V)

Stimulator (Typel) 10-150mW stimulation dependent
Power supply Not available (unstable efficiency)

Some of the following measurements are described in detail in section 4.1 Hardware

Performance.

3.9.1 Amplifier Specifications

The produced amplifier has an artefact suppressing construction and needs no shut-down

during stimulation.

Power supply +3V
Active current’ 6mA
Input impedance” >10GQ common mode

>10GQ differential mode

Gain , Input range 74dB, +600pV
Frequency range 10-500Hz
Filter Low pass. 2 order Bessel

High pass: Non-linear feedback
Common-mode rejection” >110dB + active grounding of patient
Noise related to input’ 400nV (RMS) or 3mV (peak-peak
Recovery time@10mV step as 50ms-100ms

differential input®

Offset compensation activation level |+0.1mV

ESD & Stimulation artefact protected

" Measured

" Specified by IC manufacturer
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3.9.2 Digital Signal Processor Specifications

Power supply 3.3V

Active current 8 mA

Microprocessor TMS320LC50

Speed 1,6 MIPS (Million Instructions Per Sec.)
FLASH Memory 64kWords

RAM 10kWords

A/D converter 10bit >10kHz, 11 channels

D/A converter 12bit >100kHz serial

Logic outputs 6

Serial communication port for host computer connection

Digital signal processing is fully software controlled. The signal processor program has a
mean execution time of : 0.788MIPS with a peak at 0.972MIPS during data acquisition

and host communication. The DSP takes care of all control and signal processing tasks.
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3.9.3 Stimulator

The stimulator is converting the signal from the DSP to a current. The shape of the
stimulation signal is controlled by the DSP. The Type 1 stimulator is used.

Power supply +3V and
Variable -75V

Typical output power 14mW @ 15mA, 2kQ load,16Hz

Pulse shape Biphasic with interpulse interval. (DSP controlled).
Current forced to zero ininter stimulation period.

Pulse width 0.9mSec (DSP controlled)

Current output <50mA

amplitude

Pulse repetition rate Arbitrary

A power efficient concept for the stimulator has been chosen. It is based upon a switch
mode DC-DC converter to produce high voltage. This voltage is controlled by the DSP.
In this way the voltage for the stimulator output stage is kept as low as possible in order

to increase efficiency. A transistor based output stage provides the stimulation current.

3.9.4 Power Supply

The system is powered by build in batteries. The power supply for the Typel stimulator
istaking care of: Charging of the battery, Sound module, push button and generation of
5 different voltage levels.

Power supply 4x1,2V NiCd batteries

Output voltages +3V for analog circuits

3.3V for digital circuits
0-+75V for stimulator circuit
Charging input 1A @ 10-20V ACor DC

High voltage output efficiency | <40% @ 70V ,0.3MA yean OUtpUL

High voltages are generated using switch mode power supply technique.
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4. Results

This chapter evaluates the developed hardware, the MeCFES. First the main electrical
specifications of the MeCFES is verified in section 4.1. The recruitment curves, i.e.
the stimulation-muscle output relation, recorded in section 4.2 serves to explain the
problem of muscle control. The findings regarding muscle endurance in section 4.3
provides information of the effect of fatigue on the tracking test and section 4.4 shows
the effect of habituation to the MeCFES. The tracking test resultsin section 4.5, for
five tetraplegics, together with the functional evaluation, section 4.6, are the main
results of the functionality of the MeCFES. At last section 4.7 is evaluating away to
enhance the grip further by use of the MeCFES.

4.1 Hardware Performance

The hardware developed in Chapter 3 has been tested to find what specifications have
been achieved. Since the bottlenecks of the analogue part of the signal processing are the
amplifier and the stimulator, emphasis has been put on the measurement of the

performance of these parts.

4.1.1 Amplifier Performance

The amplifier has been tested by computer simulation and by measurements on the

produced prototype. The computer smulation has been used to control the amplifiers
response to a signal mixed with stimulation artefacts and DC transients. This simulation
allows a more noise free measurement than what the available laboratory facilities could

offer.

The test signal for the simulation can be seen in Figure 4.1-1. This represents a worst
case signal comprising monophasic stimulation responses and an offset change. The test

signal is a sum of:

* 0.1mV, 200Hz sine wave representing the myoelectric signal
e -0.1V, 500ms pulse representing a change in electrode offset
* 1V, 2ms pulse repeated 20times/sec representing the stimulation artefacts

105
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Due to the graphic resolution the sine wave can not be seen.
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Figure 4.1-1 Excitation test signal
The simulations are made with SPICE (computer program for analysis of electronic cir-
cuits). The Instrumentation amplifiers are modeled as ideal amplifiers with a rail-to-rail
output limitation. For comparison a smulation on a conventional amplifier as shown in
Figure 4.1-2 can be seen on Figure 4.1-3. The amplifier has a 15Hz cut off high-pass
filter to remove DC offset. It has the same gain as the MeCFES amplifier

Input
stage Output

High Pass n_stage
:D [ Filter >
+ I

Figure 4.1-2 Simplified schematic of a typical
conventional myoelectric amplifier

Most of the 200Hz signal is blocked due to saturation of the amplifier from the stimula-

SOpoNdAH

tion pulses. The amplifiers are smulated as being powered by +5V. This distortion of the
signal makes it unsuitable for the myoelectric control.

Output (Volt )

. |
yEk JJJ JJJJJ

0 01 02 03 04_05 06_07 08 09 1
Time (sec )

Figure 4.1-3 Response from a conventional amplifier

106
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With the same test signal on the input of the MeCFES amplifier the output is displayed in
Figure 4.1-4. The stimulation pulses are suppressed and causes significantly less distor-
tion of the sine. Immediately after the end of the stimulation pulses the sine is amplified
unaffected. The change of DC offset is causing transients that only saturate the amplifier
for 50-100ms after the transient corresponding the loss of one or two blocks of

myoelectrical signal. After that the sine is amplified but superimposed with the remaining
transient.

5

Output (Volt )

4
3
2
1
0
1
2

-3

L

"0 01 02 03 04_05 06_07 08 09 1
Time (sec )

Figure 4.1-4 Output from the M ECFES-Amplifier
In comparison with the conventional amplifier the MeCFES amplifier suppresses both
the stimulation pulses and the offset change, permitting amplification of the myoelec-
tric signal. The output is shown in Figure 4.1-4. The adjustment of the offset change
begins after 50ms and is completed within 100ms. This allows myoelectric signals to pass
through the amplifier only 150 ms after an offset change. Thisis off-course dependent on
the magnitude of the change. A zoom at the output, Figure 4.1-5, shows that the
stimulation actually does not affect the following signal after the transient.

H

Y

0.45 0.455 0.46 0.465 0.47_0.475 0.48 0.485 0.49 0.495 0.5
Time (sec )

Output (Volt )
(=]

Figure 4.1-5 Zoom of the output
from the M eCFES amplifier
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The theoretical and simulated results of the MeCFES amplifier are verified by a meas-
urement of the output from the hardware realized amplifier. Adding the signals from a
sine generator and two pulse generators produces the test signal. The amplifier output
has been sampled at 2kHz with 10bit and an example is reproduced in Figure 4.1-6. The
equipment used for generating the test signal gave rise to some noise, mainly 50Hz hum.
The dlight distortion of the signal shown is due to interference between noise in the
experimental set-up and the sampling interval resolution. Overlooking this disturbance
the recording proves that the amplifier possesses the desired characteristics of being
stimulation response suppressing and fast recovering. Regarding DC offset compensation
experiments has shown that as long as the DC change does not saturate the second
instrumentation amplifier, the recovery is according to the simulation. The instrumenta-
tion amplifier (INA118) is reversing the output when saturated. Thusif the DC offset is
saturating the amplifier, the MeCFES amplifier becomes unstable.

pulse pulse

Y ‘ ‘ . ‘ . ‘ . . .
0 0.01 0.02 0.03 0.04 0.05 0.06 0.07 0.08 0.09 0.1
Time (sec)

Figure 4.1-6 M easured output from the
MECFES-Amplifier (fsam=2kHz)

The following data has been measured:

* Supply current 6mA

* Frequency range 10-500Hz

* Common-mode rejection >110dB exclusive active ground
* Gain 74dB

* Noiserelated to input 400nV (RMYS) or 3mV (peak-peak

In conclusion the MeCFES amplifier is an AC-signal amplifier which does not saturate by
short stimulation artefacts. Changes in the DC-offset at the input are compensated within

a short period determined by the time constant of a RC circuit.
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4.1.2 Power Supply Performance

On four fully charged 400 mAh batteries the entire system can be powered for 15-30
hours when no stimulation takes place. The switch mode power supply is not optimized
and it has therefore a low efficiency. It has not been possible to obtain an efficiency of
more than 40% at a power output of 22mW in 70V. This means that the estimate

runtime on batteries is decreased significantly during stimulation.

4.1.3 Type 1 Stimulator Performance

The output from the stimulator is tested using the resistor network in Figure 4.1-7.
outl 1k 1k out2

Scope 10k
gnd

Figure4.1-7 Test set-up
For the Type 1 stimulator outputting 25mA the positive pulse is not equal to the negative
pulse. The variation in amplitude for three Type 1 prototype stimulators under these
circumstances is up to 20%. The Type 1 stimulator has been used for all the stimulation
tests which proves that the imperfection of the stimulator is not fatal but might cause
degeneration of the performance of the complete system. Of the three stimulators the
best matched has an output at 17mA as shown in Figure 4.1-8. This stimulator is used in
the tracking tests.

Figure 4.1-8 Current through 5kQ resistor, Type 1 stimulator.

Asit may be noticed this stimulator type has afast risetime and a stable level of current
compared to the Type 3 which will be described in subsection 4.1.5 Type 3 Simulator

Performance. Measuring at the equilibrium point over the 10kQ resistor (see Figure 4.1-
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7), the results varies between the three prototypes. For the best matched an example is
shown in Figure 4.1-9 . Thisis equal to afault current in the 10kQ resistor of up to
2mA. Part of the reason has been traced to be imperfect balance in the power supply.
Another explanation is variation in the transistor parameters in the output stage of the

stimulator.

20V corresponding to 2mA

Vmww/\ 0

Positive Negative
pulse pulse

Figure 4.1-9 Fault current

Thisimplies that the stimulation can not be expected to be balanced as described in the
demands for stimulatorsin 2.4.7 Simulation Response. These current shapes aso yields
when the output is loaded by applied stimulation electrodes as can be seen in 2.2
Electrode Characteristics.

4.1.4 Type 2 Stimulator Performance

This stimulator has turned out to be unstable. It is oscillating at a frequency of IMHz.
Adding frequency limitations in the feedback loop decreases the slew-rate of the output
below tolerable limits. SPICE smulation has shown good performance. This leads to the
assumption that the circuit concept has the potential to be very well suited for the pur-

pose once the instability problem is solved.

4.1.5 Type 3 Stimulator Performance

The transformer coupled Type 3 stimulator needs a 9V battery voltage to be efficient.
The output is symmetric between outl and out2. Asit can be seen on, Figure 4.1-10
there is a decay in the current during the pulse. It may aso be noticed that current in the

inter-pulse interval is not zero. The same applies to the period after the second pulse.
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This was brought below the limit of measure (less than 0.1mA) 10ms after the pulse, due

to the clamping circuit. Efficiency of the circuit is not measured.

Figure 4.1-10 Output through resistor, Type 3

The circuit has shown to have problems coping with the electrode capacitance. Current

through and voltage across a pair of stimulation electrodes is shown in Figure 4.1-11

W 980us \E 1

| , 1
Figure4.1-11 Type 3 loaded with stimulation electrodes. Left: Current and voltage.
Right: Current vs. voltage

For comparison with the Type 1, please refer to section 2.2 Electrode Characteristics

for asimilar measurement.

4.1.6 Digital Signal Processor Unit Performance

The DSP Unit is operating properly. At full signal processing, the supply current has a
mean value of 8mA. The execution speed is 1,6MIPS (million instructions per second).
The required speed for the signal processing is 0.79MIPS, leaving capacity for host
communication. A communication speed with the host has been estimated to at least
4000 data words per second, enabling transferring the full recorded myoelectrical signal
to the host.
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4.1.7 Conclusion of the Hardware Performance

If the Type 1 stimulator concept is going to be feasible, it calls for significant improve-
ment of the DC converter efficiency as well as the performance of the stimulator outputs.
Both Type 1 and Type 3 stimulator concept has advantages and drawbacks, which may
counterbalance each other. For small size, the Type 1 is preferable but Type 3 may be
better suited for minimization of the stimulation artefacts. The amplifier concept is very
well suited for the application together with the microprocessor solution. It has potential

for significant miniaturization and has satisfactory power consumption.

4.2 Recruitment Curve

The recruitment curve is measured, as the stimulation intensity needed to generate a
given muscle output, using the set-up described in 3.6 Evaluation Method. This relation
has been recorded in 7 subjects, three normal subjects (subj.: RAT, OBP, CD) and 4
tetraplegics (subjects: HSJ,JBS,KN,EG). It isrecorded as the relation stimulation - wrist
angle and stimulation - wrist force. The current is following the same course as the target
in the tracking test (Figure 4.2-1).

1

0.8f

0.6}

Stimulation

0.2

2 8 ‘ 12 18
Time (Sec)

Figure 4.2-1 Stimulation versustime

An example of atypical recruitment curve can be seenin Figure 4.2-2 (subj.: HSJ). Full
stimulation (15mA) gives full extension of the wrist. Without stimulation, the subject
could voluntarily lift the wrist to an angle of 0.3, where 1 isthe angle of full extension by

stimulation without voluntary extension.
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I-O function for paretic ECR

0.9r

0.81

0.7

Wrist angle
(o]
[

o
»
T

o 0.2 0.4 0.6 0.8 1
Stimulation

Figure 4.2-2 Wrist-angle vs. stimulation amplitude

Asit can be seen, the relation between stimulation and wrist angle is strongly non-linear.
The wrist angle shows not only to be dependent on the actual stimulation amplitude, but
also whether the amplitude is increasing or decreasing. Amplitude-angle relation shows a

hysteresis function. This appliesto all the tested subjects

For anormal subject (subj.: RAT) the recruitment curves appear asin Figure 4.2-3 and
Figure 4.2-4 for angle and Figure 4.2-5 and Figure 4.2-6 at isometric force recording.
This recording shows the same shape of non-linearity. The same type of recordings are
shown in Figure 4.2-7 to 4.2-14 for two tetraplegics, KN and EG.
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# 4 RT Time :1997y 6m 6d 13:34 # 4 RT Time:1997y 6m 6d 13:34
1 T 1 T T T T T T T T
0.8r 0.8r
0.6 0.6r
o]
S
o
E
0.4r 0.4r
0.2} 0.2r
0 R S 0 ‘ ‘ ‘ ‘ ‘ ‘ ‘
0 2 4 6 8 10 12 14 16 18 20 0 01 02 03 04 05 06 07 08 0.9 1
Stimulation-Angle Recording Range: 32° Duration (sec) 20 Stimulation-Angle Recording Range: 32  Duration (sec) 20
Figure4.2-3 Subj.: RAT. Full range=15mA Figure4.2-4 Subj.: RAT Current vs. Angle
# 5 RT Time:1997y 6m 6d 13:35 # 5 RT Time:1997y 6m 6d 13:35
1 1 T T T T T T
0.8 0.8f
0.6} 0.6f
(@]
=4
2
0.4 0.4}
0.2 0.2+
o ‘ 0 . . L ‘ - ‘ . .
0 2 4 6 8 10 12 14 16 18 20 0 01 02 03 04 05 06 07 08 09 1

Stimulation-Force Recording Range: 37N Duration (sec) 20

Figure4.2-5 Subj.: RAT. Full range=15mA

Stimulation-Force Recording Range: 37N Duration (sec) 20

Figure4.2-6 Subj.: RAT Current vs. Force
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0.8r

0.61

0.4r

0.2r

0

o 2 3 5 8
Stimulation-Angle Recording

# 3 KN Time :1997y 6m 12d

10:53

18

0 12 14 16 20
Range: 42° Duration (sec) 20

Figure 4.2-7 Subj.: KN. Full range=20mA

# 3 KN Time :1997y 6m 12d

1 T T

10:53

0.8r

0.6

Indino

0.4

0.2r

0 L I

0 0.1 0.2 0 3
Stimulation-Angle Recording

Figure 4.2-8 Subj.:

0.4

05 06 0.7 08 0.9 1
Range: 42°  Duration (sec) 20

KN Current vs. Angle

# 8 KN Time:1997y 6m 12d 10:56

0.8r

0.61

0.4r

0.2r

0

A

0
Stim ulat|on Force Recordlng

20
Range 25N Duranon sec) 20

Figure 4.2-9 Subj.: KN. Full range=25mA

# 8 KN Time :1997y 6m 12d 10:56
1 T T T T T T T T
0.8
0.61
5
Q
3
0.4r
0.2r
o 1 1 1 1 1 1 1 1 L
0 01 02 03 04 05 06 07 08 09 1

Stimulation-Force Recording

Figure 4.2-10 Subj.:

Range: 26N Duration (sec) 20

KN Current vs. Force

# 3 EG Time :1997y 6m 10d 11:25

0.8r

0.61

0.4r

0.2r

0g

Sti

Figure4.2-11 Subj.:

2 4 6 8 10 12 14 16 18 20
mulation-Angle Recording Range: 30° Duration (sec) 20

EG. Full range=30mA

# 3 EG Time :1997y 6m 10d

1 T T

11:25

0.8f

Output

0.4

0.2r

0 L L

0 01 02 03 .04
Stimulation-Angle Recording

Figure4.2-12 Subj.:

05 0.6

, 0.7, 08 0.9
Range: 30° Duration (sec) 20

EG Current vs. Angle
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# 4 EG Time :1997y 6m 10d 11:25 # 4 EG Time :1997y 6m 10d 11.25
1 . 1 : : . ; ; ; . ;
0.8t 08l
0.6f 0.61
g
@]
0.4f 0.4
0.2 0.2r
05 2 i 3 R T R TR TR TY 0 01 02 03 04 05 06 07 08 09 1
Stimulation-Force Recording Range: 11N Duration (sec) 20| Stimulation-Force Recording Range: 11N Duration (sec) 20
Figure4.2-14 Subj.: EG. Current vs. Force
Figure4.2-13 Subj.: EG. Full range=30mA

This hysteresis like shape of the recruitment curve applies to angle and isometric
for ce measurements for the tested tetraplegics and normal subjects. The shape varies
from person to person but it is also important to notice that the shape changes between
two identical consecutive tests asillustrated by comparing Figure 4.2-14 and Figure 4.2-
15.

# 5 EG Time:1997y 6m 10d 11:26
1 T T

0.8f

Output

0.4

0.2}

0 b

0 0.1 02 03 04 05 06 07 08 0.9 1
Stimulation-Force Recording Range: 11N Duration (sec) 20

Figure 4.2-15 Subj.: EG. Current vs. Force #2

The conclusion isthat the recruitment curve (relation between stimulation current and
muscle force output) isnon linear and history dependent. Thisrelationis not the

same for consecutive recordings nor for different subjects. It applies both to isometric
contractions as well as to movements.
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4.3 Endurance

Except for participants: HSJ, JBS and LP, the tetraplegics in the test panel have been
involved in a conditioning project. The outcome of the project was that training with
electrical stimulation enhanced the endurance [Hartkopp 1996]. To have an idea of what
influence fatigue would have on the tracking tests the participants EG and KN were sti-
mulated with a constant amplitude of 22mA over 200s using the stimulation-endurance
recording described in 3.6 Evaluation Method. The results are given in Figure 4.3-1 and
Figure 4.3-2.

0.8y

0.6

# 9 KN Time:1997y 6m 12d 10:58 # 9 EG Time :1997y 6m 10d 11:34

[, | 1

, |

0.6

0.4 0.4
0.2 0.2

0 L 0 SNLSYATY TSR
Stimulation-Endurance Recording Range: 25N Duration (sec) 200 Stimulation-Endurance Recarding Range: 10N Duration (sec) 200
Figure 4.3-1 Force endurance (Subj.: KN) Figure 4.3-2 Force endurance (Subj..EG)

None of these subjects have been using functional electrical stimulation for training for
the past half year and must be considered unconditioned. The graphs show the course of
the force during 200 seconds of constant stimulation. For both subjects the force begins
to decline after a minute. Participant EG could feel the fatigue for around 5 minutes
after the test. Since the tracking tests have a duration of 20 seconds with only 8 seconds
of full stimulation, fatigue will not influence the tracking test, but may be considered

when carrying out consecutive tests.
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4.4 Habituation

The system requires adjustment of several parameters. The main parameters are 1Gain,
Trsh and IMax. Thisis an iterative process where the tracking test is used for the opti-
mization. This leads to better results as the parameters are adjusted towards their best
values. At the same time, it has been experienced that the test subject is becoming better
for the control of the system. These effects is a habituation to the system for both the
user and the experimenter The following two series of figures shows thisin two different
subjects using the angle tracking tests. Since the setup is calibrated for the maximum
range before each trial, the range differs from the measurements. As it can be seen this
variation is significant. The range should have been kept constant, but the habituation

phenomena seems demonstrated anyway.

The first seriesis performed by participant KN. Without stimulation the wrist can
voluntary be extended 8 degrees against gravity.

71 KN No MeCFES assistance Time 11995y 10m4d 14:44

0.8}

DB

0.4

0.2F

Angle Tracking Range: B8 Duration (sec) 20
InRange 84'% | Fails= 14 | Error=6"% RMS

Figure4.4-1 Subj.:KN. No stimulation. M ax extension 8 degrees

Within the very limited range the tracking is good. (A normal subject will be able to keep
the entire track inside the 10% margin (dotted lines)).

With the MeCFES the wrist can be fully extended against gravity i.e. a 58-66 degrees
movement. (Offset position is dightly below zero angle extension i.e. back of the hand

parallel with forearm.)
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0.8r

0.6

D4r

0.2r

Angle Tracking Range: 58 Duration (sec) 20 0 Angle Tracking Range: 66 Duration (sec) 20
InRange 26" | Fails= 7 | Eror=23% RMS InRange 65"% | Fails= 12 | Error=13% RMS
Figure4.4-2 Subj.: KN. First trial after Figure4.4-3 Subj.: KN. Sixth test
system adjustment

The subjects has already gained some experience with the system, before the first trial,
during the parameter adjustment. After six consecutive tests, without changing the para-
meters, the result, shown in Figure 4.4-3, is obtained. It has a better in range time and a
lower Error score than the first test in Figure 4.4-2. This person has been participating in
most tests and has thus during the project gained experience with the device. In the last

part of the project atest has shown a performance as seen in Figure 4.4-4

8 KN Time:1997y 6m10d 14:52

0.8f

0.6

041

0.2r

Angle Tracking Range: 43" Duration (sec) 20
InRange B84'% | Fails= 3 | Ermor=08"% RMS

Figure4.4-4 Subj.: KN. 1¥2 year later

In the passing time the parameters have been optimized, the person has gained experi-
ence and the system has been improved.
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The second series is recorded from a person with much weaker extensor carpi radialis
muscle. Without stimulation the subject (KGN) is not capable of showing any movement
against gravity. A gualified guess on the parameters has been made and it has briefly been
tested that the subject was able to start and stop stimulation. The first trial is seen on
Figure 4.4-5.

2 KGN Time 1997y 4m 23 10:50 # 5 test! Time:1997y 4m23d 10:58
1 - T
0.BF G aBE )L e
0.6[
D.4F
0.2
0 E— 0 : -
Angle Tracking Range: 23 Duration (sec) 20 Angle Tracking Range: 23 Duration (sec) 20
InRange 25% | Fails= 5 | Ermor=47% RMS InRange 13"% | Fails= 5 | Eror=3%% RMS
Figure4.4-5 Subj.: KGN. First trial Figure 4.4-6 Subj.: KGN. Fifth trial

Asit can be seen the tracking is very poor. The gain was adjusted since the subject did
not seem to be able to obtain full stimulation. After five trials without adjustments the
result was as in Figure 4.4-6.The performance has been better for each trial. This has
continued until the ninth trial (Figure 4.4-7), where it was decided to continue with the
other tests (in respect of the persons time schedule). (The eighth trial was without
stimulation).

9 test! Time:1997y 4m23d 11. 9

5

0.8F

0.6f

0.41

0.21

Angle Tracking Range: 23 Duration (sec) 20
InRange 25% | Faills= 15 | Error = 26"% RMS

Figure 4.4-7 Subj.: KGN. Ninth trial
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These tests indicate that the performance might increase with the habituation to the
device. There has not been a systematic comparison of the three different signal evalua-
tion methods; threshold, RMS and ARV due to the impact with the habituation effect.
Sporadic tests with the RMS and ARV have indicated slightly poorer performance. An
example is Figure 4.4-8 that shows the performance using ARV after adjustment of
parameters (IGain & IMax) and 3 trials with further adjustment. Thisisrecorded in
continuation of the trial in Figure 4.4-3. It shows a higher RMS error and lesser in range

time than the threshold counting method trial.

# 3 KN Time:1995y 10m 18d 11:37

0.8r

0.6

D4r

0.2r

Angle Tracking Range: 51 Duration (sec) 20
InRange 3B"% | Fails= 11 | Eror=24% RMS

Figure 4.4-8 Subj.: KN. ARV method
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4.5 Tracking test results

This section describes the results of the tracking tests for five tetraplegics with muscle
strength in the range 1-4. The tests are performed using the set-up described in

3.6 Evaluation Method. The participantsin thetest are AA, EG, FB, KGN and KN from
the test panel described in 2.1 Test Panel. Following the description of the performance
of each participant, 6 graphs are collected in a scheme with two columns and 3 rows (see
example Table 4.5-1).

The first column is the performance without_the MeCFES and the second column is
with the assistance of the MeCFES. First row isthe angle tracking test, Second row
istheforce tracking test and the last row isthe endurance tracking test. After the
parameters had been adjusted the trials were carried out consecutively.

Unassisted MeCFES assisted

Angletracking | Angle tracking

Force tracking | Force tracking

Endurance Endurance

Table 4.5-1 Format for theresult schemes

Recording of the isometric force is performed with the hand positioned in parallel with
the forearm. In the angle recordings the angle is measured from the resting position of
the hand. This position changed from participant to participant since it was necessary to
place a pillow between the lap and the recording equipment for the comfort of the

participant. The hand was thus resting in a of dightly flexed position.
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45.1 Participant AA

Thisisthefirst time AA tries the system. It has been difficult to reproduce electrode
placing since her skinis very loose and can dlide severa centimeters with respect to the
muscle. In general it was difficult to maintain the electrodes in a position, giving a good
wrist extension. High skin impedance resulted in alow level of the voluntary myoelec-
trical signal.

Her voluntary force is sufficient to produce full wrist extension against gravity and
electrical stimulation is thus not increasing the angle. The day the tracking test was
performed the maximal voluntary contraction was approximately 30N (peak). Stimulat-
ing the voluntary relaxed muscle with the maximum current for the MeCFES (which is
about 30mA) resulted in a contraction of only 16N. Since the stimulated force is only
half of the voluntary the force amplification is small as it also appears from the graphs on

the next page. The endurance is unaffected by the stimulation.

The conclusion for AA isthat the MeCFES will only give a insignificant

improvement of thewrist extension.
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Subj.: AA. Unassisted performance

M eCFES assisted

# 7 AA Time:1997y 5m28d 13:7

# 8 AA Time:1997y 5m28d 13:7

0.8f 0.8
0.6} 0.6
0.4r 0.4
0.2r 0.2
e R T e | w B PR
# 9 AA Time:1997y 5m28d 13:9 # 10 AA Time:1997y 5m28d 13:9
1 T 1 T
0.8f 0.8f ]
0.61 0.6/ ]
0.4r 0.4r ]
0.2r 0.2 ]
InRangs” 500 ] Fale= 0 | Emors 8% RMS InRarge. 5395 | Paie s 7 | Ewors 17 RMS
# 11 AA Time:1997y bm28d 13:10 # 12 AA Time :1997y bm 28d 13:19
1 T 1 T
0.8f 0.8f 1
0.6'__ 0.6'__ 1
04 ....... 04 .............................. g
0.2.- 0.2.-

Endurance Tracking Range: 16N Duration (sec) 200
InRange 84 % | Fails= 32 | Emor=10% RMS

InRange 92% |

Endurance Tracking Range: 16N Duration (sec) 200
Fails= 16 | Emor=10% RMS
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4.5.2 Participant EG

Participant EG has tested the MeCFES only once before this first tracking test. The left
hand is used for the test since the right hand has a muscle transfer and is regarded too
strong. She can extend the left wrist against the gravity. Asit can be seen on the force
tracking test, on next page, she has a good voluntary force of 52N in the wrist extension.
Thisforce is not increased significantly by the functional electrical stimulation where she
allowed a maximum current of 25mA. Only in the angle test there is a significant
difference when using the MeCFES. The span of the wrist angle is about doubled with
the MeCFES assistance. The angle tracking test has shown some improvement of the
range. The endurance test has shown ability to voluntarily keep 50% maximal contrac-
tion for 200 seconds. The endurance test shows a fatigue after 110sec of stimulation. As
the time stamp reveals there has been no resting period after the first non MeCFES
assisted endurance test. Therefore no conclusion can be made whether the fatigue was
induced by the functional electrical stimulation. It was the first time in the course of the
project that the endurance test had been applied. On the other endurance tests shown,
there has been a resting period between the endurance tests. (Note that the margin is

20% and not 10% as for the other participants.)

The conclusion for EG isthat the MeCFES increases the range of motion for the

wrist but force tracking test has no significant improvement.
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Subj.:EG. Unassisted performance MeCFES assisted
# 8 EG Time:1997y 2m 5d 13:40 . # 9 EG Time:1997y 2m 5d 13:41
1 . . T
0.8 0.8
0.6/ 0.6t
0.4 0.4
0.2t 0.2t
0 Angie Tracking Rangei_l43q DU"am”(fng 20 0 Angle Tracking Ranée: 43° Duration (sec) 20
InRange 58% | Fals= 1 | Error=28% RMS InRange 92% | Fails= 2 | Error=09% RMS
# 10 EG Time:1997y 2m 5d 13:48 # 11 EG Time:1997y 2m 5d 1349
1 ‘ 1 ;
0.8t 038
0.6/ 0.6
04 04
0.2 0.2
0 Force Tracking Range: ;32N Duration (sec) 20 0 Force Tracking Range: 52N Duration (sec) 2ﬁ0
InRange 77% | Fails= 9 | Error=17% RMS InRange 78% | Fails= & | Emor=17%RMS
# 12 EG Time:1997y 2m 5d 13:50 # 13 EG Time:1997y 2m 5d 13:54
1 ‘ 1 .
0.8 0.8f
AN T R
i I
04
0.2
0

Endurance Tracking Rangé: 52N Duration (sec) 200

InRange 96 %

Fails =

13

Error = 10% RMS

InRange 47 %

Fails =

24

. A N
Endurance Tracking Range: 52N Duration (sec) 200

Error = 34% RMS
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45.3 Participant FB

It isthefirst time FB tries the MeCFES. The device has been applied to the left wrist
which is the weakest. A voluntary unassisted wrist force of 41N can be exerted by FB by
voluntary extension of the wrist. A high stimulation current (>40mA) is required to give
any movement which is above the capability of the MeCFES. The tissue showed a high
impedance and thus it was not possible to stimulate to a significant force using the
MeCFES. As aresult there is no difference with the use of the MeCFES as it can be seen

on next page.

The conclusion for FB isthat the MeCFES can not provide the sufficient current.
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M eCFES assisted
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4.5.4 Participant: KGN

Thisisthefirst time KGN tries the device. He has a very weak right wrist extension and
can not perform any movement against gravity. The armis skinny and a good recording
of the myoelectrical signal is possible. There is evidence of very few motor unitsin the
electromyogram. A maximum stimulation current of 20mA was allowed by the partici-
pant. The stimulation was affecting the finger extensors and it can be discussed whether
it isthe finger extensors or the wrist extensors that gives the mgority of the wrist exten-
sion. The stimulation gave a maximum wrist angle range of 23° and a force of 13N.
Spasticity was limiting the range of motion for the wrist. Asit can be seen on the next
page there is a very significant improvement of the wrist extension by the use of the
MeCFES. It is possible for the person to move the wrist 23 degrees with the assistance
of the MeCFES. Due to the low MUAP activity the gain is set at such high level that it
approaches on/off control as it can be seen on the tests. The endurance test shows that

the control is poor and fatigue occurred after 110sec.

The conclusion for KGN isthat the M eCFES gives a movement and force of the

wrigt that otherwiseisnot present.

130



RESULTS

4.5 TRACKING TESTRESULTS 131

Subj.: KGN. Unassisted performance

M eCFES assisted
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45.5 Participant: KN

Participant KN has been testing the MeCFES several times during the development
process of the system during the project period. She thus has some experience in per-
forming the tracking tests. The experience is that the wrist force is changing somewhat
during the years depending on how much she has been training and she has a very mobile
wrist. At the time of this test she has afairly strong voluntary wrist force. The arm s
skinny and wrist extension is easily stimulated. She permitted a maximum current of
15mA which gave aforce close to the voluntary force. As it appears from the results on
next page, it is the angle tracking test where the improvement is significant. In this test
sheis able to extend the wrist 48 degrees against gravity. Without the MeCFES the
maximum angle is 20% of the MeCFES stimulated angle. The force is also increased
using the MeCFES. Without the MeCFES she is not able to follow the track above 60%
maximum MeCFES stimulated contraction. Looking at the ‘In Range’ timesthereisa
significant improvement for the angle and force tracking using the MeCFES. On the
endurance test there is no significant difference between with or without the MeCFES.
This may be due to the fact that the participant is capable of maintaining the 50% by pure

voluntary contraction.

The conclusion for KN isthat thereisa significant improvement of the wrist

extension angle and some improvement of the force.
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Subj.: KN. Unassisted performance

M eCFES assisted
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4.5.6 Summary of Tracking Tests

The endurance test has not been providing much information. It should be set at a higher
level than the 50% of maximal contraction. There is a problem in comparing two endur-
ance tests (without- and with- MeCFES) that are done after each other. Fatigue occur-
ring from the first test will influence the second. For this reason the endurance test can
not be used in its present form to determine whether the functional electrical stimulation

is fatiguing the muscle excessively.

For those tetraplegics with weak wrist extensorsthereis a clear improvement of the
wrist extension against gravity and isometric wrist force when using the system. Depen-
ding on the training and the capabilities of the user this control is ranging from on/off

control to proportional control.

4.6 Functional Evaluation

When stimulating the wrist extensors in normal subjectsit is possible (4 subjects) to find
motor points where only the wrist extensor muscle is activated. The findings for normal
subjects are, that it is possible to stimulate the wrist extensors selectively without
stimulation of the finger extensors. It isthus possible to obtain the tenodesis effect
where the wrist extension leads to passive flexion of the fingers. For normal subjects, a
wrist extension against gravity is obtained at alower stimulation level than for
tetraplegics. Since the stimulation disturbsthe proprioceptive sensation it is not
possible to feel if voluntary contractions are involved. It isfor that reason not guaranteed

that the muscles in the forearm is fully voluntary relaxed when stimulation is applied.

For most of the tetraplegic participants, a high stimulation is needed for stimulation
compared to the normal subjects. Their arms, in general, are more skinny with smaller
wrist extensors than normal subjects due to atrophy of the muscles. This makes it more
difficult to find the motor points for the wrist extensors without undesired stimulation of
other muscles. When placing the electrodes where a good wrist extension is obtained, the
stimulation usually also affects the finger extensors. As it can be seen in Appendix C the
extensor carpi radialis (longus/brevis) is located close to the extensor digitorum. This
implies the even if the extensor carpi ulnaris istargeted for the wrist extension then the

stimulation can effect the finger extensors. This has been found to be the case when
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targeting the extensor carpi ulnaris muscles at severa tetraplegics. Only in participant
EG this stimulation has succeeded without finger extension but resulting in a pronounced

sideways extension of the wrist which is not compatible with a grasp.

Since the aim is to used the tenodesis function it is unwanted to stimulate the finger
extensors because the use of the tenodesis function requires a flexion of the fingers
during extension of the wrist. The finger flexion of the tenodesis function is weak and is
easily overrun by finger extension stimulation, and thus prevent the grip. A way to
cope with this can be to cut the tendons of the finger extensors and attach them to the
wrist like the way the extensor carpi radialis brevis are naturaly attached. Thiswill in

addition enhance the stimulated wrist extension force.

By moving the electrodes more towards the radial side the stimulation of the finger
extensors can be minimized. The drawback is that the brachioradialis may be affected.
This causes supination of the wrist, which is adverse for the lateral pinch grip. Thisis
particularly a problem if the pronating muscles are paralyzed, which they often will be for
the tetraplegics and the problem may be even worse if the hand is supinated by con-
tractures. During trials on the test panel it has been observed that, when using adhesive
electrodes, pro- and supination can be done without significant change of the stimulated
muscle contraction. Thisisimportant since this is a unavoidable movements when

manipulating objects.

Hand-function tests have been carried out for the five tetraplegics AA, FB, EG, KGN
and KN [Asah Medico A/S (DK) et a. 1997]. The hand function test consisted of the
task of picking up 6 different types of objects. See Table 4.6-1
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Task Task Used grip
number

1 3 different coins Key grip

2 A sheet of paper Key grip

3 An ordinary pencil and writing Abnormal grip
4 One dining spoon, afork and a knife Abnormal grip
5 An Electrical toothbrush Volar grip

6 A 25cc bottle with water. Volar grip

Table4.6-1 The six teststo be performed

None of the participants could use the key grip with MeCFES assistance, using

stimulation of the wrist extension.

Participant AA could perform task 1-3 and 5 without MeCFES assistance. Unfortunately
she became permanently ill and dropped out of the test panel. For that reason only a
sporadic hand functions has been evaluated with MeCFES assistance, which showed no
functional key grip.

Participant EG could only perform task 2 without MeCFES assistance. This could also
be performed with MeCFES assistance. The M eCFES madetask 5 and 6 possible.
The bottle was too heavy to carry out drinking but she was able to take the toothbrush
to the mouth and perform brushing of teeth with M eCFES stimulation of the wrist.

This was possible due to the strong tenodesis flexion of the fingers.

The participant FB could not perform any task without stimulation. By the
M eCFES enhanced wrist extension he could perform task 5 and 6. Again the bottle

was too heavy for the tenodesis flexion of the fingers to hold it in drinking position.

Participants KGN and KN could not perform any task neither with or without the
MeCFES assisted wrist extension. When applying stimulation to the wrist extension an

extension of the fingers was not possible to avoid.

The conclusion of the hand function evaluation isthat the M eCFES providestwo
participantswith a grip which isthevolar grip. The stimulation of the wrist exten-

sor isnot sufficient to establish a key grip using the tenodesis function.
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4.7 Hand Stimulation Results.

It has been found that stimulation of the hand as described in 2.8.3 Hand Stimulation
Technique flexes the thumb and the fingers in a useful way. This stimulation technique
has been tested on all tetraplegics and gives afirm pressure between the thumb and the

index finger. It also gives firm flexion of the 2™ to 5™ finger.

Participants EG, KGN and KN have been tested where the hand stimulation was con-
trolled by the extensor carpi radialis muscle using the MeCFES. In al subjects the stimu-
lation resulted in a key-grip. Using this stimulation method K GN was able to pick up
the electric toothbrush using the palmar pinch grip. It was not attempted to put it to
the mouth. In the same way participant EG was able to pick up the electric toothbrush
and put it to her mouth. She could take a pencil and write her first name (left hand),
picking up paper and pick up cutlery using the lateral pinch grip. Thesetaskswere
not possible without the MeCFES for hand stimulation.

With the stimulation current shared between the hand electrodes and the wrist
extension electrodes KN was ableto pick up cutlery, a mug and holding paper. Due
to paresis of the rotator muscles in the shoulder she was not able to pass the hand to the

mouth but she could carry both the cutlery and the mug towards the mouth.

This configuration, where the wrist extension is controlling the hand stimulation and

optionally the extensor carpi radialis muscle, has thus been very successful.
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5. Discussion and Conclusion

5.1 Résumé

The development of a small portable, battery powered device, the MeCFES has been
described. The primary goal has been to establish agrip in cervical spinal cord lesioned
with paralysis of the hand and paresis of the wrist extensor muscles. By enhancing the
wrist extension force the tenodesis function can be used for the key grip. The MeCFES
can record the voluntary myoelectrical signal from a muscle and use it for control of
functional electrical stimulation of the same muscle. The sizeis 11cm x 7 cm x 3.5cm
with aweight of 200g and the device is rechargeable. For a paretic wrist extensor muscle
the MeCFES will provide an amplification of the muscle contraction. Both for recording
of the myoelectrical signal and for the electrical stimulation surface electrodes attached
to the skin are used. A model of the recorded signal has been developed identifying the
signal and the sources of noise. It is used to specify the demands to the hardware and
software. The system has been tested by C5 spinal cord lesioned tetraplegics and the
performance has been evaluated by tracking tests and functional tests on 5 tetraplegics.

A pair of surface recording electrodes placed over the muscle picks up the signal in-
cluding the voluntary myoelectric signal. Thisis fed to the MeCFES that amplifies,
filters and converts the signal to a control for the amplitude of a 16Hz biphasic stimu-
lation current. The stimulation current is applied to the same muscle using a pair of
stimulation electrodes. The muscle must have innervated motor units. A part of these can
be paralyzed. The muscle must be superficial so it can be reached electrically by the

surface electrodes.

5.2 The Technological Context

By the start of the project in 1994 there were found no commercialized products for
restoration of the hand function in tetraplegics. Since then, the Handmaster™ from
NESS Itd. Israel and the Freehand™ system from NeuroControl Corp.,USA has been
launched. The Bionic Glove from University of Alberta, Canada isin approach. None of

these systems are using the myoelectric signal as control.
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The Freehand™ system is using implanted electrodes, which give an accurate selective
stimulation. Another advantage isthat it is an “invisible” system. The MeCFES approach
can bee seen as a safe method of testing afunctiona electrical stimulation (FES) system
without having implants. This applies for the user prior to selecting or purchasing a FES
system and to the investigation of control/stimulation strategies. The MeCFES isthus
an alternative or supplement to an implanted system. It may also be seen asthe first

step towards a MeCFES similar control strategy for an implanted system.

The Handmaster™ and Bionic Glove are both non-invasive systems using surface elec-
trodes for stimulation. Both uses or/off control of the stimulation but, where the
Handmaster™ uses a grasp program started by a push button, the Bionic Glove uses a
mechanical wrist extension sensor for the control. The control movement for the Bionic
gloveisthen similar to the MeCFES apart from the control being not linear. The
MeCFES approach is from the user point of view assumed to be the most convenient
control method offering a control of the force. The drawbacks are that the myoelectric
signal as a control signal is more unreliable than the movement as a control signal and as
it appears from the experiments only few tetraplegics have the type of muscle paresis that
isrequired for the functionality of the MeCFES.

5.3 Progress of the Project

The MeCFES concept was developed and proved feasible by E-U. Haxthausen at The
Technical University of Denmark (DTU) in 1992 [Haxthausen 1992]. In continuation S,
Sennels, DTU has refined the signal processing and control strategy [ Sennels 1996].
Both have provided test results from tetraplegics using the concept. This projects uses
the same principles as developed by Haxthausen. The tracking test method used by
Haxthausen, has been used as a part of the evaluation of the MeCFES.
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The contributions from this project have been:

» Development of minimized dedicated hardware to form a software programmed
MeCFES system that can be in a pocket.

» Determining the specifications for MeCFES systems to meet functional and safety
requirements. A model for the recorded signal has been proposed and stimulation
electrode requirements have been calculated.

» Developing a new type of artefact suppressing amplifier.

» Developing a new stimulator concept.

» Extended evaluation of the MeCFES including hand function test.
* A stimulation method to establish/enhance the key- and volar- grip.

» An electrode mount concept for applying electrodes.

5.3.1 Hardware and Software Evolution

The system used by Haxthausen was non portable since it was designed for research
only. The system comprised an amplifier, stimulator as separate units powered by mains
supplied power supplies. Signal processing was taken care of by a personal computer.
The developed MeCFES is a system where amplifier, stimulator, signal processor unit
and power supply isminimized in size. This has required a totally different design of all
parts. Specia attention has been paid to minimizing the power consumption. The system
is now portable and powered by batteries. The software program for the device has been
written and control/programming software running on a PC platform has been
developed.

5.3.2 Model Evolution

In the minimization of the hardware design, there has been a need for knowing the speci-
fications that the system has to meet. Since the aim is a system for functional use the
reliability of the system should be optimal. These items have led to the development of a
model of the recorded signal from a stimulated muscle. This reveals the possible

problems and demands to the signal processing.
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5.3.3 Signal Processing Evolution

The digital signal processing is using a more simple filter than Haxthausen proposed.

A new method (threshold counting) for converting the voluntary myoelectric signal to a
control for stimulation is proposed and used. No objective measurements on whether this
method is better than the average rectified value method used by Haxthausen (and many
others), has been performed by experiments on tetraplegics.

5.3.4 Amplifier Enhancement

Typical amplifiers as well as the one designed by Haxthausen or Sennels have a high-pass
filter that can prolong the stimulation artefacts as described in section 2.5 Sgnal Amplifi-
cation. Since alow voltage amplifier is more sensitive to this problem it has been neces-
sary to find a solution. A novelty in the hardware design isthe MeCFES amplifier. It
is different from other amplifiersin the way the high pass filtering is achieved. The

M eCFES amplifier isa stimulation artefact suppressing fast recovery amplifier that
enables the recording of the myoelectrical signal in the presence of short pulsesthat are
severa orders of magnitude larger than the desired signal. Another feature of the ampli-
fier isthe fast recovery from DC offset changes in the input signal. This can be caused by
achange in the half-cell potential of the recording electrodes due to mechanical actions.
SPICE™ simulations of the conventional amplifier and the MeCFES amplifier have
shown that the MeCFES amplifier is better suited for the purpose. Recordings on the

amplifier have verified the simulation result.

5.3.5 Stimulator Development

The low size and low power consumption demands could not be met by the stimulator
design used by Haxthausen. For that reason the stimulator has been totally redesigned
Three different concepts have been developed and tested.

5.3.6 New Experiments

The tracking test performed on the 5 tetraplegics has the same concept as used by
Haxthausen but has been expanded by the endurance test.
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The tracking tests showed that there is a better control of an increasing force or angle
than of a decreasing force or angle, where the angle is the angle of wrist extension
against gravity. The participants with high muscle strength have better control than those
with low muscle strength. A participant (subj.: KGN) with the weakest voluntary unas-
sisted wrist extension which was less than a 2° angle against gravity obtained a 23° angle
againgt gravity by use of the MeCFES. For the same person the MeCFES amplified the
isometric muscle force from 1N to 13N. The force/angle amplification ranged from 1
(i.e. no improvement) for the strongest participant to a magnitude of 10 times for the

weakest participant.

The results in form of the root mean square of the error are summarized in Table 5.1. An
error of 57% is corresponding to no movement at all. First number is the tracking error
without the MeCFES and second number is with use of the MeCFES.

Suby: AA EG FB KGN KN
Anglerange 32° 43° 38° 23° 48°
Error % RMS 919 28 |9 8|7 60 | 32 39|14
Forcerange 16N 52N 41N 13N 28N

Error % RMS 19 | 17 17 | 17 9|13 57 | 18 16 | 8

Endurance 50% 16N 50% 52N 50% 41N 50% 13N 50% 28N

Error % RMS 10 | 10 see4.5.2 10 | 7 50 | 35 5|5

Table 5.1 Summary of the tracking test results. Resultswithout | with the
MeCFES.

Only in the subjects EG, KGN and KN the MeCFES gives an improvement of the move-
ment. As found by Haxthausen and Sennelsiit is difficult for the tetraplegics to control
the stimulation of an accurate movement. Sennels has shown that a reason for thisis that
the myoelectric signal is not areliable control signal. Control appears to be particularly

difficult for a decreasing muscle contraction.

The degree of precision depends on the subject, the remaining voluntary muscle strength

and how well the various signal processing parameters are adjusted. The condition of the
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subject (concentration, fatigue etc.) affects the performance and must thus be considered.
A conclusion of the tracking testsis that the precision of the MeCFES assisted move-
ment is history dependent. An increasing contraction is more accurately controlled
than a decreasing contraction. Thisis explained by the non-linearity of the muscle. To
further clarify the reasons for control difficulties, recordings of the recruitment curves
(stimulation vs. muscle contraction) have been performed. It isfound that the recruit-
ment curve has a hysteresis-like shape, where the gradient of the current-output rela-
tion for an increasing current differs from a decreasing current. The decreasing slope is
very steep. Less current is required to generate a certain muscle contraction from a
previous high contraction than from alow contraction. This phenomena is assumed to be
the main problem in controlling a moderate contraction. The control problemis not only

the reliability of the myoelectric signal but also due to this recruitment curve.

This project presents the first evaluation of the MeCFES principle by functional tests.
The conclusion of functional testsis that stimulating the wrist extensor solely provides
no pinch grip due to finger extension but can provide avolar grip in 2 out of the 5 tetra-
plegic participants. Thisis in accordance to the movement analysis performed by
Sennels, where it was concluded that the pinch grip is not feasible to obtain only by

surface stimulation of the extensor carpi radialis muscle.

5.3.7 New Stimulation Approach

As a spin off from the experiments, an efficient method of stimulating the hand muscles
to obtain both key grip and volar grip has been found. This stimulation method has been
possible on al participants. It has been found that the stimulation is suited for control by
the wrist extension. Letting the wrist extensor controlled MeCFES stimulate the hand
muscles, auseful grip was established in 3 out of 3 tetraplegic participants.

5.3.8 Electrode mount

A concept for a electrode mount, allowing easy placement of the electrodes has been
designed. Together with the MeCFES the electrode mount will comprise the complete
system that can be used at home by tetraplegics. The electrode mount is not tested.
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5.4 Future Aspects of the MeCFES

Letting the M eCFES control stimulation of the musclesin the hand providesa
good controlled grip. This stimulation can be a supplement to the stimulation of exten-
sor carpi radialis to augment wrist extension. A way to compensate for thisisto stimu-
late thumb flexion and finger flexion controlled by the MeCFES. Wrist extension will
then control afunctiona electrical stimulation enhanced tenodesis function, which pro-
vides the user with a useful grasp. The conclusion isthat the M eCFES should addi-
tionally stimulate selected musclesin the hand. In general the M eCFES can be used
for all muscles where the voluntary myoelectrical signal can be recorded and the muscle
can be stimulated by use of surface electrodes. The device hasin its present state one
channel for recording and one for stimulation, but can be extended to more channels by

adding stimulator modules, amplifier modules and a minor software modification.

The principle of the MeCFES has advantages and disadvantages. It is a supplement to
existing and future devices for hand function restoration. For the Handmaster™ that is
using surface electrodes and has a well functioning electrode mount system, the
MeCFES principle would be well suited. Instead of the trigger button, the wrist extensor
muscles could control the stimulation. The muscles stimulated are near the controlling
muscle, which requires the same stimulation artefact suppressing features as in the origi-
nal MeCFES principle. This would provide the user with better control of the grasp and
faster grip release opportunity. For the Bionic Glove, which already uses the wrist exten-
sion, the MeCFES approach will be less attractive, but can maybe be used as an dterna-

tive to the mechanical wrist angle transducer.

The system has been developed for restoration of wrist extension but there is reason to
assume that the methods are applicable to all paretic muscles. It may thereforein
addition be used in paraplegia and hemiplegia to assist lower limb movements. Such
applications could be a foot-drop stimulator control and hip extension/flexion in standing
and walking. If the method shows feasible in longer terms of use, it can be used for
control of implanted systems as well. For example the Freehand™ implant system could
be controlled by use of the MeCFES principle, forming a hybrid using both surface elec-

trodes and implanted electrodes.
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Besides for the MeCFES application, the amplifier relates generaly to the field of re-
cording biopotentia signals from tissue that is smultaneously stimulated and thus ex-
tendsto other applications than the MeCFES. An example could be recording of elec-

trocardiograms during electroshock and evoked potentials e.g. from brain stimulation.

As afurther result of the MeCFES development, the system can be used for acquisition
of myoelectrical signalsin general. The system can thus be used for a recording of spas-
ticity in amuscle. Thisis an application that might find its use in clinical evaluation of a

range of patients besides the spinal cord lesioned.

5.5 General Discussion

For areliable system it might be inadequate to maintain the linear control, since thisis
not arobust control as found by Sennels or Saxena. These and other works have pro-
posed afinite state control i.e. the myoelectric signal is classified in different levels,
where the most simple is the on/off control. Functional tests of aMeCFES using linear
control and a MeCFES using on/off (maybe intermediate states) control should be

compared.

The MeCFES must be expanded to stimulate the hand to the grip. This approach should
be tested on several tetraplegics and the fraction of the population of tetraplegics that
can benefit from the device must be found. The tests must be compared to the tests of
the Handmaster™.

In this project the threshold count method of processing of the myoelectric signal should
have been compared systematically to the use of average rectified value. The choice of
signal processing is important to obtain best possible result and must therefore be investi-
gated further.

The hardware needs too many corrections in its present form. The efficiency of the
power supply and the performance of the stimulator are insufficient. The software is not

easy to use for non-engineers and calls for a user-friendly interface.

The design and testing of an cosmetic acceptable and easy-to-use electrode mount is

essential for the success of the system.
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5.6 Market needs

The tentative marketing analysis shows a need for 400 devices/year in Europe and 500 in
USA. The function of the device is very attractive for the users. The use of surface
electrodesis essential and provides an alternative to surgical implanted electrodes. It
will be relatively smple to apply to the customer and easy to service since it isanon-

invasive system.

5.7 Conclusion

The development of a myoelectrical controlled functional electrical stimulator has re-
sulted in afunctional prototype, a portable MeCFES device. Its ability to enhance wrist
extension has been tested on 5 tetraplegics with muscle strength in the range from 1 to 4
(MRC scale). The tests have shown that the MeCFES gives an enhanced force and
movement range of thewrist to which it isapplied. The technique is most feasible for
tetraplegics with aweak wrist extension. Tracking tests have shown that a MeCFES
assisted movement can be controlled, but not with the same precision as a normal vol-

untary movement. The precision ranges from nearly normal control to on/off control.

The conclusion is that the MeCFES is a feasible concept for restoration of hand
function in spinal cord lesoned persons. It isatechnologica platform from which
there are possihilities for further evolution of functional electrical stimulation aids for
disabled. It offersa complimentary solution to implanted systems, allowing the po-
tential recipients of this device to test the benefits from functional electrical stimulation,
in a simple non-invasive way, before making a decision for a permanent functional
electrical stimulation system. There are on the other hand still many practical problems
that have to be solved before the MeCFES can be commercialized. This applies espe-

cially to the design of the electrode mount and the robustness of the device.
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